PW G

Nubraukimo ziedas, PW-G

HANSAVFLEX

Savybeés

Slydimo greitis max.

0,8 m/s

Temperatiira min.

-30 °C

Temperatiira max.

80 °C

N

!

Medziagos Mineralinés alyvos
Montavimas jpresuojama j atvirg griovelj Toleranz / Tolerance
< , d D L
MedzZiaga (1) Mova: plienas
(2) Nubraukimo Ziedas: PUR h11 Hg +0,20

Panaudojimas Hidraulika ] a=0.2L
Aprasas
UZima nedaug vietos
labai atspari trinciai
Paprastas sprendimas.
Preké
Pavadinimas o] D L

(mm) (mm) (mm)
PW 8-1G 8 14 3,5
PW 10-2G 10 16 3,5
PW 10-1G 10 20 5,0
PW 12-3G 12 18 3,5
PW 12-2G 12 20 4,0
PW 12-1G 12 22 5,0
PW 14-2G 14 20 3,5
PW 14-G 14 22 4,5
PW 15-2G 15 21 3,5
PW 16-2G 16 22 3,0
PW 16-1G 16 26 5,0
PW 18-G 18 26 4,5
PW 18-2G 18 28 5,0
PW 20-2G 20 30 4,0
PW 20-3G 20 30 5,0
PW 20-1G 20 30 7,0
PW 22-2G 22 28 5,0
PW 22-3G 22 32 5,0
PW 22-1G 22 32 7,0
PW 25-2G 25 32 5,0
PW 25-3G 25 35 5,0
PW 28-3G 28 38 5,0
PW 28-2G 28 38 7,0
PW 28-1G 28 40 7,0
PW 30-3G 30 40 5,0
PW 30-1G 30 40 7,0
PW 30-2G 30 45 5,0
PW 32-4G 32 42 5,0
PW 32-3G 32 42 7,0
PW 32-2G 32 45 4,0
PW 33-1G 33 43 7,0
PW 35-1G 35 45 7,0
PW 36-1G 36 45 7,0
PW 38-1G 38 48 7,0
PW 40-2G 40 50 5,0
PW 42-2G 42 52 5,0
PW 42-1G 42 52 7,0
PW 45-3G 45 55 5,0
PW 45-2G 45 55 7,0
PW 45-G 45 57 7,0
PW 45-1G 45 60 7,0
PW 50-2G 50 60 5,0
PW 50-1G 50 60 7,0
PW 55-2G 55 65 5,0
=i
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PW G
Nubraukimo Ziedas, PW-G HANSA[/ FLEX

Preke
Pavadinimas d D L
(mm) (mm) (mm)
PW 55-1G 55 65 7,0
PW 56-2G 56 66 5,0
PW 56-1G 56 66 7,0
PW 60-4G 60 70 5,0
PW 60-1G 60 70 7,0
PW 60-3G 60 74 5,0
PW 63-2G 63 73 5,0
PW 63-1G 63 75 7,0
PW 65-2G 65 75 5,0
PW 65-1G 65 75 7,0
PW 70-2G 70 80 5,0
PW 70-1G 70 80 7,0
PW 75-2G 75 83 7,0
PW 75-1G 75 85 7,0
PW 80-2G 80 88 7,0
PW 80-1G 80 90 7,0
PW 90-1G 90 100 7,0
PW 95-1G 95 105 7,0
PW 100-1G 100 110 7,0
PW 100-G 100 114 8,0
PW 105-1G 105 115 7,0
PW 110-1G 110 120 7,0
PW 120-1G 120 130 7,0
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