PWU

Nubraukimo ziedas, PW-U

HANSAVFLEX

Savybeés

Slydimo greitis max.

0,5m/s

Temperatiira min.

-30 °C

Temperatiira max.

80 °C

Medziagos Mineralinés alyvos
Montavimas jpresuojama | atvirg griovelj
Medziaga (1) Mova: plienas

(2) Nubraukimo Ziedas: PUR

Panaudojimas

Hidraulika

Aprasas

UZima nedaug vietos
labai atspari trinciai

Paprastas sprendimas.

&
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Preké
Pavadinimas o] D L
(mm) (mm) (mm)
PW 20-U 20 32 6,0
PW 22-U 22 34 6,0
PW 25-U 25 37 6,0
PW 30-U 30 42 6,0
PW 35-U 35 47 7,0
PW 40-U 40 52 7,0
PW 45-U 45 57 7,0
PW 50-U 50 62 7,0
PW 55-U 55 69 8,0
PW 60-U 60 74 8,0
PW 65-U 65 79 8,0
PW 70-U 70 84 8,0
PW 75-U 75 89 8,0
PW 80-U 80 94 8,0
PW 85-U 85 99 8,0
PW 90-U 90 104 8,0
PW 95-U 95 109 8,0
PW 100-U 100 114 8,0
PW 105-U 105 121 9,0
PW 110-U 110 126 9,0
PW 120-U 120 136 9,0

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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