SWP
Nubraukimo Ziedas, SWP HANSAVFLEX
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Panaudojimas Hidraulika
Aprasas

Uzima nedaug vietos
labai atspari trinCiai
Zemeés darby masinoms ir esant sudétingoms darbo salygoms

Preké
Pavadinimas o] D L
(mm) (mm) (mm)
SWP 25 38 25,0 38,0 7,5
SWP 30 40 30,0 40,0 4,0
SWP 30 43 30,0 43,0 7,5
SWP 35 45 35,0 45,0 4,0
SWP 35 50 35,0 50,0 7,5
SWP 36 48 36,0 48,0 6,0
SWP 38 50 38,0 50,0 7,5
SWP 40 50 40,0 50,0 4,0
SWP 40 52 40,0 52,0 6,0
SWP 45 55 45,0 55,0 4,0
SWP 45 60 45,0 60,0 7,5
SWP 50 60 50,0 60,0 4,0
SWP 50 65 50,0 65,0 7,5
SWP 55 65 55,0 65,0 3,2
SWP 55 68 55,0 68,0 4,0
SWP 55 70 55,0 70,0 7,5
SWP 56 70 56,0 70,0 7,5
SWP 60 70 60,0 70,0 7,0
SWP 60 75-1 60,0 75,0 4,0
SWP 60 75 60,0 75,0 7,5
SWP 63 78 63,0 78,0 7.5
SWP 65 80-1 65,0 80,0 5,0
SWP 65 80 65,0 80,0 7.5
SWP 70 80 70,0 80,0 5,0
SWP 70 84 70,0 84,0 7,5
SWP 70 85-1 70,0 85,0 4,0
SWP 70 85 70,0 85,0 7,5
SWP 71 86 71,0 86,0 5,0
SWP 75 90 75,0 90,0 7.5
SWP 75 95 75,0 95,0 10,0
SWP 76 96 76,5 96,5 10,0
SWP 80 94 80,0 94,0 8,0
SWP 80 95-1 80,0 95,0 5,0
SWP 80 95 80,0 95,0 7,5
SWP 80 100 80,0 100,0 10,0
SWP 85 100 85,0 100,0 10,0
SWP 85 105 85,0 105,0 10,0
SWP 90 104 90,0 104,0 8,0
SWP 90 105 90,0 105,0 6,0
SWP 90 110 90,0 110,0 10,0
SWP 95 115 95,0 115,0 10,0
SWP 100 115-2 100,0 115,0 4,0
SWP 100 115-1 100,0 115,0 6,5
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SWP
Nubraukimo Ziedas, SWP HANSAVFLEX

Preké
Pavadinimas d D L
(mm) (mm) (mm)
SWP 100 115 100,0 115,0 75
SWP 100 120 100,0 120,0 10,0
SWP 105 120 105,0 120,0 75
SWP 110 125 110,0 125,0 9,0
SWP 110 130 110,0 130,0 10,0
SWP 115 130 115,0 130,0 7,5
SWP 120 140 120,0 140,0 10,0
SWP 130 145 130,0 145,0 75
SWP 160 175 160,0 175,0 10,0

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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