INDU WAS
Pramoniné vandens zarna HANSA[/FLEX

Savybes

Taikymo sritis sodininkysté, zemeés ukis
pramones ir statyby sritis (zemo slégio zarna)

Vidinis sluoksnis  Natdrali ir sintetiné guma

HiNSA-FLEy

WoUHAS o 10BAR

|déklas itin plySimui atsparus, sintetinis tekstiles jdéklas

ISorinis sluoksnis  sintetiné guma, atsparus oro salygoms

Spalva juoda

Temperatira min. -25 °C

Temperatira max. 70 °C

Medziagos vanduo
oras

Preké
Pavadinimas Vidinis @ ISorinis @ Darbinis slégis Kritinis plySimo slégis Min. lenkimo spindulys Ritinio ilgis

(mm) (mm) (CED) (bar) (mm) (m)
INDU WAS 25-5 1" 25,4 33 10,0 30 254 40
INDU WAS 28-5 - 28,0 38 10,0 30 280 40
INDU WAS 32-5.5 1,1/4" 32,0 43 10,0 30 210 40
INDU WAS 38-6 1,1/2" 38,0 50 10,0 30 250 40
INDU WAS 40-6.5 - 40,0 53 10,0 30 280 40
INDU WAS 45-7 1.3/4" 44,5 54 10,0 30 445 40
INDU WAS 50-7 2" 50,0 64 10,0 30 350 40
INDU WAS 60-7 - 60,0 74 10,0 30 400 40
INDU WAS 63-7 212" 63,5 74 10,0 30 635 40
INDU WAS 70-7 - 70,0 84 10,0 30 480 40
INDU WAS 75-7 3" 75,0 91 10,0 30 550 40
INDU WAS 80-8 - 80,0 96 10,0 30 600 40
INDU WAS 90-8 - 90,0 106 10,0 30 650 40
INDU WAS 102-7 4" 100,0 116 10,0 30 720 40
INDU WAS 110-9 - 110,0 128 10,0 30 1100 40
INDU WAS 127-9 5" 127,0 140 10,0 30 1270 40
INDU WAS 152-11 6" 150,0 170 10,0 30 1200 40
INDU WAS 203-11 8" 203,2 222 10,0 30 2032 20

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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