FI HD E MP
Auksto slégio filtro MP elementas HANSA[/FLEX

Savybés FIHE E MP
Ypatingi poZzymiai  Ap max. 20 bar T
Temperatira min.  -25 °C S

Temperatlra max. 120 °C
Medziaga Tarpiklis: NBR

Darbinis slégis maks. 210 bar

Lo ea

Preké

Pavadinimas Filtravimo blokas Filtro plotis Qmaks. Filter material

(pm) (cm2) (L/min)

FI HD E MP 0078 A10 10,0 300 80 neorganinis 76,5 52,0 24,0 0,21
FI HD E MP 0086 A05 5,0 399 34 neorganinis 86,0 45,0 254 0,20
FI HD E MP 0086 A10 10,0 399 60 neorganinis 86,0 45,0 254 0,20
FIHD E MP 0114 AO5 5,0 550 58 neorganinis 114,0 45,0 25,4 0,30
FIHD E MP 0114 A10 10,0 550 95 neorganinis 114,0 45,0 25,4 0,30
FI HD E MP 0210 AO5 5,0 1069 100 neorganinis 210,0 45,0 25,4 0,42
FI HD E MP 0210 A10 10,0 1069 100 neorganinis 210,0 45,0 25,4 0,42
FI HD E MP 0234 A0O5 5,0 1672 200 neorganinis 234,0 51,0 27,1 0,60
FI HD E MP 0234 A10 10,0 1672 200 neorganinis 234,0 51,0 27,1 0,60
FI HD E MP 0236 A0O5 5,0 2943 350 neorganinis 236,0 78,0 40,2 1,30
FI HD E MP 0236 A10 10,0 2943 350 neorganinis 236,0 78,0 40,2 1,30

Qmax - maks. tdrinis srautas

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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