K-FLAMM SCHLAUCH
Flame tube HANSAVFLEX

Savybés

Taikymo sritis welding equipment
welding robots
welding machines
Welding Related areas

Spalva juoda

Temperatiira min.  -40 °C

Temperatira max. 90 °C

Papildoma informacija

- Flame retardant according to

uL94 v2/vo

- Welding-spark resistant

- Halogen-free according to EN 50267-2-1
(complies with IEC 60754-1)

- LABS free (free from paint-adhesion
inhibiting substances)

- UV-resistant

- can be used with drag chains

- flexible

- resistant to bending

- very good wear resitance

- plasticiser free

Preké

Pavadinimas Vidinis @  ISorinis @  Sienelés storis Min. lenkimo spindulys Max. working pressure resistance at 23°C Ritinio ilgis
(mm) (mm) (mm) (mm) [CED) (m)

K-07101327 2,0 4,0 1,0 7 27 50

K-07 101328 4,0 6,0 1,0 8 20 50

K-07101329 4,0 8,0 2,0 9 23 50

K-07 101330 6,0 10,0 2,0 15 21 50

K-07101331 8,0 12,0 2,0 26 18 50

K-07 101332 10,0 14,0 2,0 38 13 50

K-07101333 11,0 16,0 2,5 65 15 50

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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