HK B3/B5 400/690V IE3
Elektros variklis B3/B5.400/690 V IE3 HANSA[/ FLEX

Savybés
Konstrukcija Tipas B3/B5

Nuimamos kojelés

Fiksuotos kojelés (nuo HK160M4 ***)
Apsaugos riasis IP 55

Aplinkos temperatira  nuo -20 °C iki +40 °C

Medziaga Korpusas: Aliuminis
Housing: Grey cast iron (from HK180L4***)

Aprasas

Narveliniai energijg taupantys varikliai su autonominiu ausinimu
High Efficiency IE3 - IEC60034-30:2009

Vardiné jtampa 400/690 V 50 Hz, 460 V 60 Hz; 4 poliy

|tampos tolerancija +- 5 %

nuo 11 kW jsk. Silumine apsauga (PTC pozistorius)

Preké
EEVELIITNES LF50 A gD n Svoris
Hz velenas (IE3) %
(mm)

HK 112M4 B354-6 IE3 1440 1728 4,00 4,60 14,00 0,80 190 112 340 292 28 180 250 88,6 38,0
HK 132SB4 B35 4-6 IE3 1460 1752 5,50 6,30 11,10 0,80 216 132 380 322 38 230 300 89,6 50,0
HK 132M4 B35 4-6 IE3 1470 1770 7,50 8,60 1430 0,84 216 132 453 357 38 230 300 904 49,0
HK 160M4 B354-6 IE3 1470 1770 11,00 12,60 20,60 0,84 254 160 545 420 42 250 350 914 132,0
HK 160L4 B35 4-6 IE3 1470 1770 15,00 17,30 2760 0,86 254 160 550 420 42 250 350 92,1 150,0
HK 180M4 B354-6 IE3 1475 1775 1850 21,30 33,80 0,86 279 180 628 460 48 250 350 92,6 160,0
HK 180L4 B35 4-6 IE3 1475 1775 22,00 25,30 40,00 0,86 279 180 668 460 48 250 350 93,0 185,0
HK 200L4 B35 4-6 IE3 1475 1775 30,00 34,50 5430 0,86 318 200 660 505 55 300 400 93,6 225,0
HK 225584 B35 4-6 IE3 1480 1780 37,00 42550 66,70 0,86 356 225 680 560 60 350 450 93,9 285,0
HK 225M4 B354-6 IE3 1480 1780 45,00 52,00 80,90 0,86 356 225 705 560 60 350 450 94,2 315,0
HK 250M4 B35 4-6 IE3 1480 1780 55,00 63,00 9840 0,86 406 250 770 620 60 450 550 94,6 395,0

P 50 Hz = nominal output at 400 V/50 Hz — P 60 Hz = nominalioji galia esant 400 V/60 Hz — n 50 Hz = nominalusis sukiy skai€ius esant 400 V/50 Hz — n 60 Hz = nominalusis sukiy skaicius esant 400
V/60 Hz - | 50 Hz = nominalioji srové prie 400 V/50 Hz — LF 50 Hz = galios faktorius cos phi prie 50 Hz — n (IE3) = efficiency to IE3 in % (at full load)

Papildomos dalys
HK MPK  Krumpliaratiniy siurbliy variklio ir siurbliy pasirinkimo lentelé

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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