K-BIMETALLTHERMOMETER 52-1

Bimetallic thermometers

HANSAVFLEX

Savybés
Tipas

52

Rodmens korekcija

Trimming pointer

Darbinis slégis

Max. 25 bar (on stem)

Panardinimo velenas

@ 8 mm, CrNi steel 1.4571

Korpusas, Ziedas

CrNi steel

Sandarinimo poverzlé

Flat instrument glass

Nuoroda

Daugiau duomeny pagal uzklausima.

Aprasas

Applications: Versatile design for use in industrial applications.

Preke

Pavadinimas

Indikatoriy sritys

Panardinimo veleno ilgis

Sriegis

K- 07 20 02 72 -30 °C to +50 °C 100,0 63 mm G1/2
K- 07 20 02 73 0°Cto+120°C 100,0 63 mm G1/2
K- 07 20 02 74 0°Cto+160 °C 100,0 63 mm G1/2
K- 07 20 02 75 0 °Cto +200 °C 100,0 63 mm G1/2
K- 07 20 02 76 -30 °C to +50 °C 100,0 100 mm G1/2
K- 07 20 02 77 0°Cto+120°C 100,0 100 mm G1/2
K- 07 20 02 78 0°Cto +160 °C 100,0 100 mm G1/2
K-07 20 02 79 0 °Cto +200 °C 100,0 100 mm G1/2
K- 07 20 02 80 0°Cto +250°C 100,0 100 mm G1/2
K- 07 20 02 81 -30 °C to +50 °C 100,0 160 mm G1/2
K- 07 20 02 82 0°Cto+120°C 100,0 160 mm G1/2
K- 07 20 02 83 0 °Cto +200 °C 100,0 160 mm G1/2

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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