K-MANO ABSPV ZAPF SPAN MUF 16270A
Pressure gauge valves, male - female/female, DIN 16270 HANSA[/FLEX

Savybés

Darbinis slégis max. 250 bar brass, max. 400 bar steel/
stainless steel

Temperatira Max. +120 °C with brass/steel;

Max. +200 °C for stainless steel
Visy komponenty zaliava Stainless steel

Sandarinimo medzZiaga PTFE
Korpusas Brass, black-finished steel or stainless
steel 1.4571
Smagratis Plastic
pimo movos bi ji verzle Steel

VoZtuvo velenélis, voZtuvo kiigis ~ Stainless steel

Nuoroda
Daugiau duomeny pagal uzklausima.

Aprasas
They are used as shut-off or reducing elements for pressure gauges when measuring liquids, gases or steam.
Preké
Pavadinimas Sriegis PN (bar) SW Medziaga
(mm)
K- 07 20 11 22 G1/2 250 27 Zalvaris
K- 07 20 11 23 G1/2 400 27 Black-finished steel
K- 07 20 11 21 G1/2 400 27 Stainless steel

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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