K-LKS 7,8 UWB

Stems and plugs DN 7.8

HANSAVFLEX

Savybés

Darbinis slégis

0 - 35 bar, maximum static working pressure
(non-pulsating)

Oro srautas

1.800 I/min (at 6 bar and Ap = 0.5 bar)

MedzZiagos temperatiira

-20 °Cto +100 °C

Medziaga

Zalvaris

Nuoroda

Daugiau duomeny pagal uzklausima.

Preké
Pavadinimas Apibréztis Spalva SW
(mm)
K- 07 3502 71 Stem, I.D. 6 zalia -
K- 07 3502 72 Stem, I.D. 9 Zalia -
K- 07 3502 73 Stem, I.D. 6 Brown -
K- 07 3502 74 Stem, I.D. 9 Brown -
K- 07 3502 75 Stem, I1.D. 6 mélyna -
K- 07 35 02 76 Stem, I1.D. 9 melyna -
K- 07 35 02 77 Stem, I.D. 6 raudona -
K- 07 3502 78 Stem, I.D. 9 raudona -
K-07 3502 79 Plug G 1/4 male zalia 17
K- 07 35 02 80 Plug G 3/8 male Zalia 19
K- 07 35 02 81 Plug G 1/4 male Brown 17
K- 07 35 02 82 Plug G 3/8 male Brown 19
K- 07 35 02 83 Plug G 1/4 male mélyna 17
K- 07 35 02 84 Plug G 3/8 male mélyna 19
K- 07 35 02 85 Plug G 1/4 male raudona 17
K- 07 35 02 86 Plug G 3/8 male raudona 19

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.

16.12.2025

HANSA-FLEX AG

www.hansa-flex.com 1



