K-WV 3/2 5/2 NAMUR
3/2 and 5/2-way spool valves HANSA[/ FLEX

Savybés
Medziagos Air, neutral gases (filtered)
Diferencinis slégis 2-10 bar

LeidZiamas statinis slégis Max. 10 bar

Darbiné temperatira -25 °C to +60 °C

Elektros jungtis Connector socket Pg 9P, 3 x DIN 46244 / VDE
0580
Korpusas Aluminium, anodised black

Sandarinimo medziaga NBR and PUR

Nuoroda
Daugiau duomeny pagal uzklausima.

Aprasas

Pilot-operated 3/2 and 5/2-way spool valves with threaded port connections and a NAMUR style interface. The two conversion plates supplied with each
valve allow the device to be adapted to a 3/2-way or 5/2-way function. The valve is turned on by a continuous signal. Turning off causes the piston to
be returned to its initial position under pressure. Includes a manual operator as standard.

Preké

Pavadinimas 3 + 5 jungtis Srautas
(L/min)

K- 07 15 00 01 230V, 50 Hz G1/4 G 1/8 6 700

K- 07 15 00 02 24V DC G 1/4 G 1/8 6 700

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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