K-S-BKR M ENTL
Safety ball valves HANSA[/ FLEX

Savybés . A
Darbiné temperatira 0°Cto+60 °C S—,
Sriegiy aprasas Rp thread acc. to ISO 7-1
Sandarinimo medzZiaga PTFE - m
Korpusas, rutulys, velenslis, kamsting jvoré Nickel-plated brass S
Rankiné svirtis Die-cast aluminium, black ' — !
MedZiaga sealing: PTFE i

- L [
Nuoroda

Daugiau duomeny pagal uzklausima.

Aprasas

2/2-way brass safety ball valves. Specially designed for pneumatic applications. The ball valve shuts off the supply side and relieves the application
into the atmosphere.

Preké
Pavadinimas Sriegis maks. eksploatacinis slégis esant 20 °C
(bar)

K- 07 30 21 08 8 Rp 1/4 100,0 61,0 52,0 12
K- 07 30 21 09 10 Rp 3/8 100,0 61,0 55,0 12
K- 07 302110 15 Rp 1/2 100,0 64,0 69,0 12
K- 07 30 21 11 20 Rp 3/4 120,0 76,0 77,0 12
K- 07 30 21 12 25 Rp 1 120,0 80,0 89,0 12
K-07 30 21 13 32 Rp11/4 150,0 98,0 103,0 12
K- 07 30 21 14 40 Rp11/2 150,0 104,0 114,0 12
K- 07 30 21 15 50 Rp 2 175,0 119,0 134,0 12

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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