K-3 BKR STELLANTRE T MS

Brass ball valves, 3-way, with double-acting actuator, T-bore, normal

Doattion HANSAVFLEX

Savybés . a
Konstrukcija Pneumatic actuators, in double- or single - o il
acting version, with integrated end-position : i i

feedback s s :f'|_ 454;4_1 T
Kiaurymeé ,T“ formos i ) o
Darbiné temperatira -20 °C to +70 °C |
Sukimo kampas 90 ° - T d
Valdymo slégis 5.5 bar = j‘}@ h"
Voztuvo adapteris Supplied as standard m|_—-.!r_ . ||;_ 2
Pavara aluminium eloxed L

Pavaros sandariklis NBR

Rutulinis voztuvas Chrome-plated brass, with ISO-flange plate
Rutulinio voZtuvo tarpiklis PTFE/FKM

Nuoroda
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Daugiau duomeny pagal uzklausima.

Aprasas

3-way cock, T-bore, full bore

Papildoma informacija
Other T-positions on request

Preké

Pavadinimas Sriegis Padétis PN (bar)

K- 07 30 03 17 15 Rp 1/2 T3 40 133,0 142,0 20,0 64,5 25
K- 07 30 03 18 20 Rp 3/4 T3 40 133,0 146,0 24,0 76,0 31
K- 07 30 03 19 25 Rp 1 T3 40 133,0 150,5 30,0 97,0 41
K- 07 30 03 20 32 Rp 1 1/4 T3 40 161,0 191,5 37,0 118,0 55
K- 07 30 03 21 40 Rp 11/2 T3 25 180,0 193,5 43,0 133,0 55
K- 07 30 03 22 50 Rp 2 T3 25 209,0 221,0 56,0 157,0 67

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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