K-RD DURCHGANGSFORM

Unidirectional valves

HANSAVFLEX

Savybés
Darbinis slégis Max. 16 bar
MedZiagos temperatira  max. +180 °C

Atidarymo slégis

min. 0.4 to 0.5 bar (size G 1/4 to 1/2 inch); min.
0.1 bar (for size 3/4 to G 1)

Aplinkos temperatira Max. +180 °C
Sandarinimo medziaga FKM
Korpusas Brass
Nuoroda

Daugiau duomeny pagal uzklausima.

Prekeé
Pavadinimas Sriegis ligis SW
(mm) (mm)
K- 07 30 24 48 G 1/4 female 53,0 19
K- 07 30 24 49 G 3/8 female 54,0 19
K- 07 30 24 50 G 1/2 female 63,0 24
K- 07 30 24 51 G 3/4 female 58,0 36
K- 07 30 24 52 G 1 female 68,5 46
K- 07 30 24 43 G 1/4 male 53,5 19
K- 07 30 24 44 G 3/8 male 54,0 19
K- 07 30 24 45 G 1/2 male 68,0 24
K- 07 30 24 46 G 3/4 male 77,0 36
K- 07 30 24 47 G 1 male 82,0 46

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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