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Nuoroda

The given flow rates are based on the following parameters: 750 I/min: P1: 8 bar, P2: 2 bar, Ap < 0.2 bar
750 I/min: P1: 8 bar, P2: 3 bar, Ap < 0.5 bar

750 I/min: P1: 8 bar, P2: 5 bar, Ap < 0.7 bar

Daugiau duomeny pagal uzklausima.

Aprasas

Diaphragm pressure regulators containing no non-ferrous metals, with self-relieving design for applications requiring an precise working pressure.

Papildoma informacija
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

Preké
Pavadinimas Sriegis Reguliavimo diapazonas Srautas

(L/min)
K- 07 25 09 36 G 1/4 0.1 -2 bar 750 60,0 152,0 mm 120,0 32,0
K- 07 25 09 37 G 1/4 0.1 -3 bar 750 60,0 152,0 mm 120,0 32,0
K- 07 25 09 38 G 1/4 0.2 - 5 bar 750 60,0 152,0 mm 120,0 32,0

Atsarginés dalys
K-HALTERBAUSATZ STANDARD  Holder

K-VERSCHLEI-SATZ Set of wearing parts
K-FILTERELEMENT Filter element
K-XV AGM 2 Double nipples, parallel male thread

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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