K-3/2-BKR HANSA
Ball valves HANSAVFLEX

Savybés
|éjimo slégis 0-16 bar
Temperatiiros diapazonas -10 °C to +50 °C

Medziagos suslégtas oras C
Jungties sriegiai Material: Die-cast zinc
Korpusas Material: Grivory® (PA 66) f

Srauto reikSmés matavimas At P2 = 6 bar, pressure drop Ap = 1 bar
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Nuoroda
Daugiau duomeny pagal uzklausima.

Aprasas

Closable ball valve in 3/2-way design, mechanically actuated. Toggle 90° rotatable and with switch position indicator: Traverse: Inlet port blocked -
outlet port exhausted
Longitudinal: Inlet port and outlet port connected - exhaust blocked. Exhaust air can be collected.

Papildoma informacija
The price does not include a padlock. Please order separately.

Preké
Pavadinimas Sriegis ISleidimas Srautas A B C
(L/min) (mm) (mm)
K- 07 25 11 23 G1/4 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 24 G 3/8 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 43 G 3/8 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 44 G1/2 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 45 G 3/4 3/4 25000 85,0 144,7 mm 93,7
K- 07 25 11 46 G1 3/4 25000 85,0 144,7 mm 93,7
Priedai

K-VORHAENGESCHLOSS  Padlock

Atsarginés dalys
K-HALTERBAUSATZ HANSA  Holder HANSA

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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