K-FI PC-BEHAELTER MULTIFIX
Filters with polycarbonate bowl HANSA[/ FLEX

Savybeés

|éjimo slégis Max. 16 bar (polycarbonate bowl), Max. 20
bar (metal bowl)

Medziagos temperatira max. 60 °C

Aplinkos temperatira  Max. 60 °C

Pory plotis filtro elemente 5 ym (BG 1/ BG 2), 40 ym (BG 3) m o

Korpusas Die-cast zinc, Aluminium for G 1 variant i )
Drain valve Semi-automatic ! I
Srauto reikSmés matavimas At P1 = 6 bar and pressure drop Ap = 1 bar \_,‘ﬂﬂ_y_ S
Nuoroda

Daugiau duomeny pagal uzklausima.

Aprasas

Centrifugal separators with a sintered filter element.

Preké

Pavadinimas Sriegis Srautas Gaminio dydis
(L/min)

K- 07 25 00 46 G 1/4 2100 47,8 152,1 mm 27,0 125,1 6 1

K- 07 25 00 49 G 3/8 2100 47,8 152,1 mm 27,0 125,1 10 1

K- 07 25 00 52 G1/2 4000 68,8 181,8 mm 34,5 147,3 15 2

K- 07 25 00 55 G 3/4 4000 68,8 181,8 mm 34,5 147,3 20 2

K- 07 25 00 58 G1 8000 100,0 305,8 mm 52,0 253,8 25 3

Atsarginés dalys

K-HALTERBAUSATZ MULTIFIX Holder
K-KOPPELPAKET MEHR Coupling packet
K-KOPPELPAKET SCHMA Coupling packet
K-METALLBEHAELTER OELER MULTIFIX Metal tank oiler
K-PC-BEHAELTER FILTER MULTIFIX Polycarbonate tank filter
K-SCHUTZKORB G Protective cage
K-FILTERELEMENT Filter element
K-AUTOMAT ABLASSVENTIL Automatic drain valve

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
30.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



