K-KDR SCHNVERSCHR

Mini pressure regulators, discharge port on thread, quick-lock screw

ftting HANSAVFLEX

Savybés E

Reguliavimo diapazonas 0 - 8 bar

|éjimo slégis Max. 10 bar

Temperatiiros diapazonas 0°Cto+70°C 1

. il stree, reguliavimo verztes - Nickel-plated brass B ?

Vidinés dalys Brass with a bare metal surface T i i

C formos sandarinimo Ziedas NBR :

Tarpikliai (nepametami) Polyamide (glass fibre- ( |> j]:'
reinforced) :

Nuoroda

Daugiau duomeny pagal uzklausima.

Aprasas
Piston pressure regulator with self-relieving design, hollow bolt and pivoting ring piece. The regulator is screwed directly into the consumer (e.g.
cylinder, handling equipment, etc.). The working pressure can thus be adapted to the specific application.

Preké
Pavadinimas C zarnai Sriegis SW (rakto dydis) B
(mm) (mm)
K- 07 25 08 33 16,0 G 1/81G G1/8 15 mm 56,0
K- 07 25 08 34 25,0 5mm/3 mm G1/8 15 mm 56,0
K- 07 25 08 35 25,0 6 mm/4 mm G1/8 15 mm 56,0
K- 07 25 08 36 25,0 8 mm/6 mm G1/8 15 mm 56,0
K- 07 25 08 31 26,5 6 mm/4 mm G 1/4 17 mm 63,0
K- 07 25 08 32 27,5 8 mm/6 mm G 1/4 17 mm 63,0
K- 07 25 08 30 28,5 10 mm /8 mm G 1/4 17 mm 63,0

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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