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Savybės
Medžiagos Filtered compressed air, lubricated (ensure

continuity) or unlubricated
Darbinis slėgis maks. 10 bar
Atsako slėgis 0,6 bar (Ø 12 bis Ø 32), 0,4 bar (Ø 40 bis Ø

80)
Temperatūros diapazonas -10 °C to +80 °C
Stūmoklio kotas C45 steel, hard chrome-plated
Vamzdis Aluminium alloy, anodised
Galvutės skersmuo Ø 12 to Ø 25 painted brass, Ø 32 to Ø 80

aluminium
Stūmoklis Ø 12 to Ø 63 synthetic (acetal) resin, Ø 80 alu/

PTFE
Stūmoklio koto sandariklis NBR (additional charge for PU and FKM)
Stūmoklio tarpiklis NBR (additional charge for PU and FKM)

Nuoroda
Daugiau duomenų pagal užklausimą.

Aprašas
Suitable for installation in limited spaces, with magnet.

Papildoma informacija
Important: The scope of supply does not include a connector. Please order separately.
Other types, e.g. increased thermal stability, non-standard strokes, through rod, non-rotating version, etc., available on request.
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Pavadinimas Stūmoklio Ø Eiga Jungtis Stūmoklio koto vidaus sriegiai
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Prekė
Pavadinimas Stūmoklio Ø Eiga Jungtis Stūmoklio koto vidaus sriegiai
 (mm)
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Priedai
K-MAGNETSENSOREN-REED Reed magnetic sensor (incl. 2.5 m cable)


