K-WV 3/2 5/2 5/3 HAND

3/2, 5/2 and 5/3-way pilot valves

HANSAVFLEX

Savybes

Darbinis slégis

2.5 - 10 bar (monostable)\n1.0 - 10 bar
(bistable)\nMax. vacuum 10 bar

Temperatiros diapazonas

-10 °C to +60 °C

6 bar ir 10 bar srautas

550 NI/min (G 1/8), 1100 Nl/min (G 1/4), 2150
NI/min (G 3/8), 4600 NI/min (G 1/2)

6 bar ir 5 bar srautas

400 NIl/min (G 1/8), 750 NI/min (G 1/4), 1560
NI/min (G 3/8), 3200 NI/min (G 1/2)

VoZtuvo korpusas

Aliuminis

Spyruoklé

Special steel

Stumoklis

Nickel-plated aluminium

Sandarinimo medzZiaga

NBR

Nuoroda

Daugiau duomeny pagal uzklausima.

Preké

Pavadinimas Jungtis Funkcija Jungimo schemos numeris Valdymas
K- 07 1500 70 G 1/8 3/2-way 10

K- 07 1500 71 G 1/8 3/2-way 11

K- 07 15 00 72 G 1/4 3/2-way 10

K-07 1500 73 G 1/4 3/2-way 11

K- 07 1500 74 G1/2" 3/2-way 10

K- 07 1500 75 G1/2" 3/2-way 11

K- 07 15 02 29 G 1/8 5/2-way 12

K- 07 15 02 30 G 1/8 5/2-way 13

K- 07 15 02 31 G 1/4 5/2-way 12

K- 07 15 02 32 G 1/4 5/2-way 13

K- 07 15 02 33 G1/2" 5/2-way 12

K- 07 15 02 34 G1/2" 5/2-way 13

K- 07 15 03 57 G1/8 5/3-way 14

K- 07 15 03 58 G1/8 5/3-way 15

K- 07 15 03 59 G 1/8 5/3-way 16

K- 07 15 03 60 G 1/8 5/3-way 17 -
K- 07 15 03 61 G 1/8 5/3-way 18 -
K- 07 15 03 62 G 1/8 5/3-way 19 -
K- 07 15 03 63 G 1/4 5/3-way 14

K- 07 15 03 64 G 1/4 5/3-way 15

K- 07 15 03 65 G 1/4 5/3-way 16

K- 07 15 03 66 G 1/4 5/3-way 17 -
K- 07 15 03 67 G 1/4 5/3-way 18 -
K- 07 15 03 68 G 1/4 5/3-way 19 -
K- 07 15 03 69 G1/2" 5/3-way 14

K- 07 1503 70 G1/2" 5/3-way 15

K-07 1503 71 G1/2" 5/3-way 16

K-07 1503 72 G1/2" 5/3-way 17 -
K- 07 1503 73 G1/2" 5/3-way 18 -
K- 07 1503 74 G1/2" 5/3-way 19 -

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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