
K-S-BKR M ENTL ABSCHL
Safety ball valves lockable, with relief port

Nepaisant kruopštaus patikrinimo, negalime atmesti klaidų tikimybės, todėl už esamus duomenis neatsakome.
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Savybės
Darbinis slėgis maks. 10 bar
Darbinė temperatūra -20 °C to max. +100 °C
Oro išleidimo anga M 5
Sriegių aprašas Rp thread acc. to ISO 7-1
Rankinė svirtis Stainless steel - PVC coated
Rutulio sandariklis PTFE / NBR
Velenėlio sandarinimas PTFE
Medžiaga nerūdijantysis plienas

Nuoroda
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Daugiau duomenų pagal užklausimą.

Aprašas
2/2-way stainless steel safety ball valves. Specially designed for pneumatic applications. The ball valve can be locked manually and has a relief
port.

Papildoma informacija
The price does not include a padlock. Please order separately.

Prekė
Pavadinimas DN Sriegis A B L 
 (mm) (mm) (mm)
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Rp 3/8
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Rp 3/4
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100,0
100,0
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130,0
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50,0
50,0
60,0
64,0
71,0
78,0
86,0
95,0

55,0
55,0
65,0
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110,0
125,0

Priedai
K-VORHAENGESCHLOSS Padlock


