K-MANO STAND U

Pressure gauges, CrNi steel, standard type, connection radial on

bottom HANSAVFLEX

Savybés S
Tipas 131.11
Konstrukcija Bourdon-tube pressure gauge, CrNi steel type ‘\ "'-I
Panaudojimas For gaseous, liquid, corrosive and not |

crystallising media which do not have high

viscosity, also in corrosive atmosphere

Clean Dry Air applications, machine and plant

construction
Kokybés klasé 2,5

MedzZiagos temperatira  max. +100 °C
Aplinkos temperatira -40 °C to +60 °C

Korpusas CrNi steel

Sandarinimo poverzlé  Polycarbonate

Nuoroda
Daugiau duomeny pagal uzklausima.

Aprasas
Standard model manufactured entirely from CrNi steel, economical and reliable.
Preké
Pavadinimas Matavimo sritis HQ Jungtis
(mm)
K- 07 20 03 82 0-1.0 bar 40,0 G 1/4
K- 07 20 03 83 0- 1.6 bar 40,0 G 1/4
K- 07 20 03 84 0-2.5 bar 40,0 G 1/4
K- 07 20 03 85 0-4.0 bar 40,0 G 1/4
K- 07 20 03 86 0-6.0 bar 40,0 G 1/4
K- 07 20 03 87 0-10.0 bar 40,0 G 1/4
K- 07 20 03 88 0 - 16.0 bar 40,0 G 1/4
K- 07 20 03 89 0 - 25.0 bar 40,0 G 1/4
K- 07 20 03 90 0 - 40.0 bar 40,0 G 1/4
K- 07 20 03 91 0 - 60.0 bar 40,0 G 1/4
K- 07 20 03 92 0-100.0 bar 40,0 G 1/4
K- 07 20 04 83 0-1.0 bar 50,0 G 1/4
K- 07 20 04 84 0-1.6 bar 50,0 G1/4
K- 07 20 04 85 0-2.5 bar 50,0 G 1/4
K- 07 20 04 86 0-4.0 bar 50,0 G 1/4
K- 07 20 04 87 0-6.0 bar 50,0 G 1/4
K- 07 20 04 88 0-10.0 bar 50,0 G 1/4
K- 07 20 04 89 0-16.0 bar 50,0 G 1/4
K- 07 20 04 90 0-25.0 bar 50,0 G 1/4
K- 07 20 04 91 0 - 40.0 bar 50,0 G 1/4
K- 07 20 04 92 0 - 60.0 bar 50,0 G 1/4
K- 07 20 04 93 0 - 100.0 bar 50,0 G 1/4

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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