K-RUNDZYLINDER DOPP O ED

Round cylinders, double acting, magnetic, non-cushioned

HANSAVFLEX

Savybeés

Medziagos

Filtered (50 pm), unlubricated or
lubricated compressed air. If lubrication is
used, it must be continuous.

Darbinis slégis

Max. 10 bar

Atsako slégis

0,6 bar

Temperatiiros diapazonas

-10°C to +60 °C

Surinkimo

Connection: Aluminium pipe / end caps
flanged

Stimoklio kotas

Stainless steel 1.4301 (9 16), C45 steel,
hard chrome-plated (& 20 and & 25)

Vamzdis

Aluminium alloy, anodised

Dangtelis, dugnas, kreipiamaji jvoré

Technopolymer

Stimoklio koto sandariklis

PU

Stimoklio tarpiklis

PU

Nuoroda

Maxiumum recommended stroke: & 16 = stroke 200, & 20 and & 25 = stroke 500. Longer strokes can result in malfunctions.
Daugiau duomeny pagal uzklausima.

Aprasas

Economy standard version with aluminum pipe and magnet piston.

Papildoma informacija
Important: The scope of supply does not include a connector. Please order separately.

Prekeé

Pavadinimas Stumoklio @ Jungtis Stumoklio koto iSoriniai sriegiai
K- 07 1517 62 16 mm 10 M5 M6

K-07 1517 63 16 mm 25 M5 M6

K- 07 15 17 64 16 mm 50 M5 M 6

K- 07 15 17 65 16 mm 80 M5 M6

K- 07 15 17 66 16 mm 100 M5 M6

K- 07 15 17 67 16 mm 125 M5 M6

K- 07 15 17 68 16 mm 160 M5 M 6

K- 07 1517 69 16 mm 200 M5 M 6

K-07 151770 20 mm 10 G1/8 M8

K-07 1517 71 20 mm 25 G1/8 M8

K- 07 1517 72 20 mm 50 G 1/8 M8

K- 07 1517 73 20 mm 80 G 1/8 M8

K- 07 1517 74 20 mm 100 G 1/8 M8

K- 07 1517 75 20 mm 125 G 1/8 M8

K-07 151776 20 mm 160 G 1/8 M8

K-07 151777 20 mm 200 G1/8 M8

K-07 151778 20 mm 250 G1/8 M8

K-07 1517 79 20 mm 500 G 1/8 M8

K- 07 1517 80 25 mm 10 G1/8 M10x1.25
K- 07 15 17 81 25 mm 25 G1/8 M10x1.25
K- 07 15 17 82 25 mm 50 G1/8 M10x1.25
K- 07 15 17 83 25 mm 80 G 1/8 M 10 x 1.25
K- 07 1517 84 25 mm 100 G1/8 M 10 x 1.25
K-07 1517 85 25 mm 125 G1/8 M 10x 1.25
K- 07 1517 86 25 mm 160 G1/8 M 10 x 1.25
K- 07 15 17 87 25 mm 200 G1/8 M10x1.25
K- 07 15 17 88 25 mm 250 G1/8 M10x1.25
K- 07 15 17 89 25 mm 500 G1/8 M10x1.25
Priedai

K-FUSSBEFESTIGUNG 5 Foot model

K-FLANSCHBEFESTIGUNGEN"1

Flange model

—

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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