WAH
Brauktuvas, WAH HANSAVFLEX

Savybeés
Konstrukcija Nubraukimo Ziedas - BOHI———
Slydimo greitis max. 4,0 m/s ‘ LI ‘
Temperatlra min.  -40 °C . ; o 1 l
Temperat o ! J0 00T g ' |
emperatira max. 110 °C N " ! o = |
Medziagos mineraliné alyva : l g | = w2
Montavimas Nubraukimo Ziedg deformuoti j ovalo forma ir J ok
prispausti j griovelj @ ——
Panaudojimas For the usage at higher pollution, for e.g.:
Mining
foundries
Medziaga PU 93° Shore A
Preké
Pavadinimas C D d E H L
(mm) (mm) (mm) (mm) (mm) (mm)
WAH-35 42,0 45,0 35 1,5 10,0 6,3
WAH-36 41,5 44,0 36 1,5 8,0 5,0
WAH-40 45,5 48,0 40 1,5 8,0 5,0
WAH-45 50,5 53,0 45 1,5 8,0 5,0
WAH-50 55,5 58,0 50 1,5 8,0 5,0
WAH-56 63,0 66,0 56 1,5 10,0 6,3
WAH-60 67,0 70,0 60 1,5 10,0 6,3
WAH-63 70,0 73,0 63 1,5 10,0 6,3
WAH-70 78,4 82,6 70 2,0 12,0 8,0
WAH-80 87,0 90,0 80 1,5 10,0 6,3
WAH-90 96,0 102,2 90 2,8 12,4 7,1

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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