XS AK 534

Forminiai sandarinimo ziedai XS AK 534

HANSAVFLEX

Savybés
Konstrukcija sandarinimo ziedas
Darbinis slégis iki 500 bar

Temperatiros diapazonas PU18: -30 °C bis +100 °C
PU33: -40 °C bis + 120 °C

Aprasas

Sandarinimo ziedo formos jpjovos pagal ISO standartg gali bati gaminamos labai jvairiy matmeny. Esant 3,53 mm skersmeniui, jpjovos gylis pagal

I1SO skiriasi; jis yra 2,7-3,1 mm. Siekiant uztikrinti kuo geresnj sandarinima visose matavimo srityse, sukurtas Sis sandarinimo Ziedas; juo

galima pakeisti jprastinius sandarinimo Ziedus.

Galima pakeisti sandarinimo ziedais,

didelé ekstruziné varza

nereikia antiekstruzinio ziedo.

Prekeé

Pavadinimas

cross section

(mm)

Medziaga

XS 80 - AK 534 80 to 84.9 mm 4.3t04.7 mm 5,34 PU33
XS 85 - AK 534 8510 89.9 mm 4.3t04.7 mm 5,34 PU33
XS 90 - AK 534 90 t0 94.9 mm 4.3t04.7 mm 5,34 PU33
XS 95 - AK 534 9510 99.9 mm 4.3t04.7 mm 5,34 PU18
XS 100 - AK 534 100 to 104.9 mm 4.3t04.7 mm 5,34 PU33
XS 105 - AK 534 105 to 109.9 mm 4.3t04.7 mm 5,34 PU18
XS 110 - AK 534 110 to 114.9 mm 4.3t04.7 mm 5,34 PU33
XS 115 - AK 534 11510 119.9 mm 4.3t04.7 mm 5,34 PU18
XS 120 - AK 534 120 to 124.9 mm 4.3t04.7 mm 5,34 PU18
XS 125 - AK 534 125 t0 129.9 mm 4.3t04.7 mm 5,34 PU18
XS 130 - AK 534 130 to 135.9 mm 4.3t04.7 mm 5,34 PU18
XS 136 - AK 534 136 to 142.9 mm 4.3t04.7 mm 5,34 PU18
XS 143 - AK 534 143 to 149.9 mm 4.3t04.7 mm 5,34 PU18
XS 150 - AK 534 150 to 157.9 mm 4.3t04.7 mm 5,34 PU18
XS 158 - AK 534 158 to 165.9 mm 4.3t04.7 mm 5,34 PU18
XS 166 - AK 534 166 to 173.9 mm 4.3t04.7 mm 5,34 PU18
XS 174 - AK 534 174 to 181.9 mm 4.3t04.7 mm 5,34 PU18
XS 182 - AK 534 182 to 189.9 mm 4.3t04.7 mm 5,34 PU18
XS 190 - AK 534 190 to 199.9 mm 4.3t04.7 mm 5,34 PU18
XS 200 - AK 534 200 to 210 mm 4.3t04.7 mm 5,34 PU18

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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