K-NEBELOELER HANSA PRO
Mist lubricator, HANSA PRO HANSA[/ FLEX
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Konstrukcija After having suction pressure 1 R | m
Sumontavimo padétis vertically !
maks. alyvos pripildymo kiekis 80 cc i
Nominalusis srautas G 1/2 8.000 I/min (P1 = 6 bar/Delta P = 1 bar) Y ---5“{
Nominalusis srautas G 3/8 8.000 I/min (P1 = 6 bar/Delta P = 1 bar) = !
Alyvos dozavimas esant qv= alyvos rasis 1-2 drops / min (guide"ne)
Korpusas PA66
Laséjimo antgalis Polycarbonate
Alyvos rusis CL 32 acc. to DIN 51517 - ISO VG 32
Preké
Pavadinimas Jungtis Rezervuaras Gaminio dydis
K- 07 25 21 84 G3/8i polycarbonate with protective cage 2
K- 07 25 21 85 G1/2i polycarbonate with protective cage 2
K- 07 25 21 86 G3/8i zinc with visual display 2
K- 07 25 21 87 G1/2i zinc with visual display 2

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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