K-PDRR MANO HANSA PRO

Precision pressure regulator, with pressure gauge, HANSA PRO HANSA[/FLEX
Savybés —
18éjimo slégis Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa [
0,1-2barPa0,2 - 4 barPa 0,5 - 10 barPa
0,5 - 16 bar
Medziagos temperatiira  -10 °C to +50 °C
Aplinkos temperatira -10°Cto +50 °C i 3
Medziagos suslégtas oras E‘
Konstrukcija Diaphragm pressure regulator with relieving
Pritvirtinimo rusis Line mounting, panel mounting, mounting I
kit or wall mounting
Aktyvinimas / apsauga lockable handwheel 1
Sumontavimo padétis Any
Manometro jungtis G1/4i

maks. savasis oro sunaudojimas 2,6 I/min at P2 = 6 bar

Nominalusis srautas G 12 5.100 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta

P =1 bar)

Nominalusis srautas G 3/8  4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Pe maks. 16 bar

Korpusas PA66

Membrana, sandarikliai Ms/NBR/PA6

Preké

Pavadinimas Jungtis Reguliavimo diapazonas Indikatoriy sritys Gaminio dydis
K- 07 25 21 48 G3/8i 0.1-1 bar 0-1,6bar 2
K- 07 25 21 49 G3/8i 0.1 -2 bar 0-2,5bar 2
K- 07 25 21 50 G3/8i 0.2 - 4 bar 0 -6 bar 2
K- 07 25 21 51 G3/8i 0.5 - 8 bar 0-10 bar 2
K- 07 25 21 52 G3/8i 0.5-10 bar 0-16 bar 2
K- 07 25 21 53 G3/8i 0.5-16 bar 0 - 25 bar 2
K- 07 25 21 54 G1/2i 0.1-1 bar 0-1,6bar 2
K- 07 25 21 55 G1/2i 0.1-2 bar 0-2,5bar 2
K- 07 25 21 56 G1/2i 0.2 - 4 bar 0 - 6 bar 2
K- 07 25 21 57 G1/2i 0.5 - 8 bar 0-10 bar 2
K- 07 25 21 58 G1/2i 0.5-10 bar 0- 16 bar 2
K- 07 25 21 59 G1/2i 0.5 - 16 bar 0- 25 bar 2

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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