K-RED FLANSCH 80-100 IG INFI

Reducing flange @ 80 mm/J 110 mm with female thread

HANSAVFLEX

Savybés

Medziagos

Compressed air, vacuum, inert gases

Darbinis slégis

-0,99 bar - 15 bar

Temperatliros diapazonas

-20°Cto +80 °C

Kreipiamasis ziedas

Technopolymer

Korpusas

Aluminium, treated surface

VarZtas su vidiniu SeSiabriauniu

Galvanised steel

Suverzimo ziedas

Stainless steel 1.4301

Verzlé

Aluminium, surface treated

Sandarinimo ziedas

NBR

UzZsifiksuojanti verzlé

Galvanised steel

/4

K

Apsauginis ziedas Technopolymer

Preké

Pavadinimas Jungtis vamzdzio iSoriniam @ mm

K- 07 40 55 23 G 3/4 80 14,5 42,0 42
K- 07 40 55 24 G1 80 17,0 42,0 49
K- 07 40 55 25 G11/2 80 20,0 42,0 66
K- 07 40 55 26 G2 80 22,0 42,0 80
K- 07 40 54 73 G 3/4 110 14,5 48,0 42
K- 07 40 54 74 G1 110 17,0 48,0 49
K- 07 40 54 75 G11/2 110 20,0 48,0 66
K- 07 40 54 76 G2 110 22,0 48,0 80

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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HANSA-FLEX AG

www.hansa-flex.com



