K-VERTEILER 4-FACH HANSA PRO

Distributor 4-fold, HANSA PRO

HANSAVFLEX

Savybés

Medziagos temperatiira

-10°Cto +50 °C

Aplinkos temperatiira

-10°Cto +50 °C

Medziagos suslégtas oras

Pritvirtinimo rusis Line mounting, mounting kit or wall
mounting

Sumontavimo padétis Any

Nominalusis srautas G 1/2

11.000 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominalusis srautas G 3/8

7.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominalusis srautas gale (P-E)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominalusis srautas virSuje (P-D)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominalusis srautas apacioje (P-B)

5.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominalusis srautas priekyje (P-C)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)
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PE maks. 11 16 bar

Korpusas PAG6

Preké

Pavadinimas P + A jungtis B jungtis C jungtis D jungtis E jungtis Gaminio dydis
K- 07 25 22 46 G 3/8i G1/2i G3/8i G1/4i G3/8i 2

K- 07 25 22 47 G1/2i G1/2i G3/8i G1/4i G3/8i 2

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.

23.07.2025

HANSA-FLEX AG

www.hansa-flex.com



