
K-W90 DRV AS-FS
Speed controllers, 90°,connection plug, with built-in indicator

Nepaisant kruopštaus patikrinimo, negalime atmesti klaidų tikimybės, todėl už esamus duomenis neatsakome.
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Savybės
maks. eksploatacinis slėgis 1 MPa
min. eksploatacinis slėgis 0.10 MPa
Išleidimas 1
Tiekimo vamzdžių skaičius 1
Rodymo langelio padėtis 0°
Rankenėlės spalva Blue
Bandymo slėgis 1,50 MPa
Valdymas Flow governing
Medžiagos temperatūra -5 °C to +60 °C (ohne Gefrieren)
Aplinkos temperatūra -5 °C bis +60 °C (no freezing)
Medžiagos suslėgtas oras
Žarnos medžiaga polyamid, soft polyamid, polyurethane, FEP,

PFA
A serija AS-FS
Daugiau duomenų large rotary knob with push-lock latch

larger free space under the hose
Lockable rotary knob, numeric display

Prekė
Pavadinimas Gaminio dydis Išėjimo jungtis Tiekimo jungtis Konstrukcija Adatos sūkiai Svoris kas m 
 (kg)
K- 07 30 30 54
K- 07 30 30 57
K- 07 30 30 55
K- 07 30 30 56
K- 07 30 30 62
K- 07 30 30 67
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K- 07 30 30 82
K- 07 30 30 80
K- 07 30 30 83
K- 07 30 30 81
K- 07 30 30 84
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for hose outer-Ø2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø3.2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø12 mm
for hose outer-Ø16 mm
for hose outer-Ø16 mm

outer thread M 5
outer thread M 5
outer thread M 5
outer thread M 5
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
outer thread G 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2

with sealing ring
with sealing ring
with sealing ring
with sealing ring
Teflon coated
Teflon coated
Teflon coated
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
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0,007
0,007
0,007
0,008
0,007
0,023
0,013
0,023
0,014
0,014
0,023
0,023
0,015
0,024
0,024
0,016
0,025
0,025
0,038
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0,041
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