SA DKOL VA
Piemetinams blivéSanas konuss HANSA[/FLEX

Tpasibas

Savienojums 1 Piemetinama iemava metriskajai caurulei

Blivejuma veids 2  24° argjais konuss ar apala $kérsgriezuma
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Modelis Piemetinams, noblivéts konuss — = — —ll— - g o
Konstrukcija Taisna % R ) S
Standarts DIN 3865 : . 1
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Materials Centréjosais gredzens no aluminija ar Viton L2
gredzenblivi k . -
,-if' % \- - L1 -
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Norade
Norades par montazu, uzstadiSanu, spiediena noslodzi un pielaujamo ekspluatacijas temperatiru noraditas caurulu veidgabalu tehniskaja
informacija.

Pasitiljuma norades
NBR plombas
FPM (Viton) péc pieprasijuma

Izstradajums

Apzimé&jums Ekspluatacijas spiediens bar

SANW13DKOL1.5VA L PN 270 12 15 38,0 36,0 12,0x 2,0
SA NW 13 DKOL 2 VA L PN 315 11 15 38,0 36,0 12,0x 2,0
SANW13DKOL25VA L PN 315 10 15 35,0 34,5 12,0x 2,0
SANW16 DKOL1.5VA L PN 225 15 18 39,0 37,0 15,0x 2,0
SANW 16 DKOL2.0VA L PN 300 14 18 39,0 37,0 15,0x 2,0
SANW 16 DKOL2.5VA L PN 315 13 18 37,0 36,0 15,0x 2,0
SANW20DKOL2.0VA L PN 160 18 22 40,5 38,5 20,0x 2,0
SANW 20 DKOL25VA L PN 160 17 22 39,5 37,5 20,0x 2,0
SANW20DKOL3.0VA L PN 160 16 22 40,5 38,5 20,0x 2,0
SANW25DKOL2.0VA L PN 160 24 28 43,5 41,5 26,0x 2,0
SANW25DKOL2.5VA L PN 160 23 28 53,0 48,0 26,0x 2,0
SA NW 25 DKOL 3 VA L PN 160 22 28 42,5 47,0 26,0x 2,0
SANW32DKOL2.0VA L PN 154 31 35 49,0 47,0 32,0x2,5
SANW32DKOL25VA L PN 160 30 35 49,0 47,0 32,0x2,5
SANW32DKOL3.0VA L PN 160 29 35 49,0 47,0 32,0x2,5
SANW32DKOL3.5VA L PN 160 28 35 49,5 47,0 32,0x2,5
SA NW 32 DKOL 4 VA L PN 160 27 35 49,0 47,0 32,0x25
SANW40DKOL2.0VA L PN 160 38 42 49,0 47,0 38,0x2,5
SANW40DKOL2.5VA L PN 160 37 42 49,0 47,0 38,0x2,5
SA NW 40 DKOL 3 VA L PN 160 36 42 50,0 47,0 38,0x2,5
SA NW 40 DKOL 4 VA L PN 160 34 42 49,0 47,0 38,0x2,5

Sérija: LL = |oti viegla L =viegla S =smaga — PN = nominalais spiediens PB = maks. ekspluatacijas spiediens — d2 = caurules aréjam diametram

Izstradajumu varianti
SA DKOL Piemetinams blivéSanas konuss, Térauds

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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