UEM AJ
Uzmavuzgrieznis AJ HANSA[/FLEX

Tpadibas

Savienojums 1 UN/UNF iek$éjas vitnes
Modelis Uzmavuzgrieznis
Standarts 1ISO 8434-2

Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Izstradajums
Apziméjums caurules aréjam 9
(mm)

UEM AJ 03 - 3/8" -24 UNF 11 16,0
UEM AJ 04 - 7/16" -20 UNF 14 16,0
UEM AJ 05 - 1/2" -20 UNF 17 17,0
UEM AJ 06 - 9/16" -18 UNF 19 18,0
UEM AJ 08 - 3/4" -16 UNF 22 21,0
UEM AJ 10 - 7/8" -14 UNF 27 25,0
UEM AJ 12 - 1.1/16" -12 UN 32 26,0
UEM AJ 14 - 1.3/16" -12 UN 36 27,5
UEM AJ M 20 20 1.1/16" -12 UN 32 26,2
UEM AJ 16 - 1.5/16" -12 UN 41 28,0
UEM AJ 20 - 1.5/8" -12 UN 50 31,0
UEM AJ 24 - 1.7/8" -12 UN 60 36,0
UEM AJ 32 - 2.1/2"-12 UN 70 45,0

Izstradajumu varianti
UEM AJ VA Uzmavuzgrieznis AJ, Centréjosais gredzens no aluminija ar Viton gredzenblivi

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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