XSVR ED
Starpsienu ieskruvéjams veidgabals HANSA[/FLEX

Tpasibas

Savienojums 1 BSP areja vitne, cilindriska sy &8

Blivéjuma veids 1  E veida

Savienojums 2 metriska aréjas vitnes, cilindriskas

Blivéjuma veids 2  24° iek3&jais konuss 86| I | iy, T
: e - L o, ot 4

Modelis Starpsienu ieskriivéjams veidgabals .T_% =
Konstrukcija Taisna . le L2 |
Standarts DIN 2353 - L -

1SO 8434-1
Piegades apjoms lemava (bez uzmavuzgrieZzna un grieSanas

gredzena)
Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Norade
Norades par montazu, uzstadiSanu, spiediena noslodzi un pielaujamo ekspluatacijas temperattru noraditas caurulu veidgabalu tehniskaja
informacija.

Izstradajums

Apziméjums Sérija  Ekspluatacijas spiediens bar @ d2

XSVR NW 06 HL ED L PN 315 8 G1/4"-19 M14x15 189 12 53,0 27,0 19 19
XSVRNWO6HL3/8ED L PN 315 8 G3/8"-19 M14x15 219 12 545 270 22 19
XSVRNWO6HL1/2ED L PN 315 8 G1/2"-14 M14x15 26,9 14 58,0 270 27 19
XSVR NW 08 HL ED L PN 315 10 G1/4"-19 M16x15 189 12 55,0 280 22 22
XSVRNWOSHL1/2ED L PN 315 10 G1/2"-14 M16x15 26,9 14 59,0 270 27 22
XSVR NW 10 HL ED L PN 315 12 G3/8"-19 M18x15 219 12 56,5 290 24 24
XSVRNW10HL12ED L PN 315 12 G1/2"-14 M18x15 26,9 14 60,0 290 27 24
XSVR NW 13 HL ED L PN 250 15 G1/2"-14 M22x15 26,9 14 62,0 310 27 30
XSVRNW13HL3/4ED L PN 250 15 G3/4"-14 M22x15 319 16 66,0 310 32 30
XSVR NW 16 HL ED L PN 250 18 G1/2"-14 M26x15 26,9 14 66,0 335 32 36
XSVRNW 16 HL3/4ED L PN 250 18 G3/4"-14 M26x15 319 16 68,0 335 32 36
XSVRNW16 HL1ED L PN 250 18 G1"-11 M26x1,5 39,9 18 730 335 M 36
XSVR NW 20 HL ED L PN 250 22 G3/4"-14 M30x2 31,9 16 71,0 345 36 41
XSVR NW 40 HL ED L PN 250 42 G1.12"-11 M52x2 549 22 86,0 36,0 60 65
XSVRNWO8B8HS 1/2ED S PN 400 12 G1/2"-14 M20x15 26,9 14 650 305 27 27
XSVR NW 13 HS ED S PN 400 16 G1/2"-14 M24x15 26,9 14 68,0 3156 32 32
XSVRNW13HS3/4ED S PN 400 16 G3/4"-14 M24x15 319 16 700 315 32 32
XSVR NW 16 HS ED S PN 400 20 G3/4"-14 M30x2 31,9 16 750 335 M 41
XSVRNW20HS 3/4ED S PN 400 25 G3/4"-14 M36x2 31,9 16 80,0 350 46 46
XSVR NW 20 HS ED S PN 400 25 G1"-11 M 36 x 2 39,9 18 82,0 350 46 46
XSVR NW 25 HS ED S PN 400 30 G1.1/4"-11 M42x2 499 20 89,0 375 50 50

Sérija: LL = |oti viegla L =viegla S =smaga - PN =nominalais spiediens PB = maks. ekspluatacijas spiediens — @ d2 = caurules aré&jais diametrs

Rezerves dajas
WD Miksts blivéjums ED veidgabaliem

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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