XVR VA

leskruvéjams veidgabals

HANSAVFLEX

Tpasibas

Savienojums 1

BSP aréja vitne, cilindriska

Blivéjuma veids 1

B veida

Savienojums 2

metriska aréjas vitnes, cilindriskas

Blivéjuma veids 2

24° iek$éjais konuss

Modelis

leskraveéjams veidgabals

Konstrukcija

Taisna

Standarts

DIN 3901

Piegades apjoms

lemava (bez uzmavuzgriezna un grieSanas
gredzena)
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Materials Centréjosais gredzens no aluminija ar Viton

gredzenblivi
Norade
Norades par montazu, uzstadi§anu, spiediena noslodzi un pielaujamo ekspluatacijas temperatiru noraditas caurulu veidgabalu tehniskaja
informacija.
Izstradajums
Apziméjums Ekspluatacijas spiediens bar
XVR NW 04 HL VA L PN 315 6 G 1/8"-28 M12x15 14 8 23,5 8,5 14
XVRNW 04 HL1/4 VA L PN 315 6 G 1/4" -19 M12x15 18 12 29,0 10,0 19
XVRNWO04 HL3/8VA L PN 315 6 G 3/8"-19 M12x15 22 12 30,5 11,5 22
XVRNWO4HL1/2VA L PN 315 6 G 1/2"-14 M12x15 26 14 32,0 12,0 27
XVRNWO6 HL 1/8 VA L PN 315 8 G 1/8" -28 M14x15 14 8 24,0 9,0 14
XVR NW 06 HL VA L PN 315 8 G 1/4" -19 M14x15 18 12 29,0 10,0 19
XVRNWO06 HL 3/8 VA L PN 315 8 G 3/8"-19 M14x15 22 12 30,5 11,5 22
XVRNWO6 HL1/2VA L PN 315 8 G 1/2"-14 M14x15 26 14 33,0 12,0 27
XVRNWOB8HL1/8VA L PN 315 10 G 1/8" -28 M16x15 14 8 25,5 10,5 17
XVR NW 08 HL VA L PN 315 10 G 1/4" -19 M16x15 18 12 30,0 11,0 19
XVRNWO8HL3/8VA L PN 315 10 G 3/8"-19 M16x15 22 12 31,5 12,5 22
XVRNWOBHL1/2VA L PN 315 10 G 1/2"-14 M16x15 26 14 34,0 13,0 27
XVRNWOB8HL3/4VA L PN 315 10 G 3/4" -14 M16x15 32 16 37,0 14,0 32
XVRNW 10 HL 1/8 VA L PN 315 12 G 1/8" -28 M18x15 14 8 26,5 11,5 19
XVRNW 10 HL 1/4 VA L PN 315 12 G 1/4" -19 M18x15 18 12 31,0 12,0 19
XVR NW 10 HL VA L PN 315 12 G 3/8"-19 M18x15 22 12 31,5 12,5 22
XVRNW 10 HL 1/2VA L PN 315 12 G1/2"-14 M18x15 26 14 34,0 13,0 27
XVRNW 10HL 3/4 VA L PN 315 12 G 3/4"-14 M18x1,5 32 16 37,0 14,0 32
XVRNW 13 HL1/4VA L PN 315 15 G 1/4" -19 M22x15 18 12 32,0 13,0 24
XVRNW 13 HL3/8VA L PN 250 15 G 3/8"-19 M22x15 22 12 33,0 14,0 24
XVR NW 13 HL VA L PN 250 15 G 1/2"-14 M22x15 26 14 35,0 14,0 27
XVRNW 13 HL3/4VA L PN 250 15 G 3/4" -14 M22x15 32 16 38,0 15,0 32
XVRNW 16 HL 3/8 VA L PN 250 18 G 3/8"-19 M26x15 22 12 33,5 14,0 27
XVR NW 16 HL VA L PN 250 18 G1/2"-14 M26x15 26 14 36,0 14,5 27
XVRNW 16 HL 3/4 VA L PN 250 18 G 3/4"-14 M26x15 32 16 38,0 14,5 32
XVR NW 16 HL 1 VA L PN 250 18 G1"-11 M26x1,5 39 18 40,5 15,0 41
XVRNW20HL 3/8 VA L PN 160 22 G 3/8"-19 M 30 x 2 22 12 36,0 16,5 32
XVRNW20HL 1/2VA L PN 160 22 G 1/2"-14 M 30 x 2 26 14 38,0 16,5 32
XVR NW 20 HL VA L PN 160 22 G 3/4" -14 M 30 x 2 32 16 40,0 16,5 32
XVR NW 20 HL 1 VA L PN 160 22 G1"-11 M 30 x 2 39 18 43,0 17,5 41
XVRNW 20HL11/4VA L PN 160 22 G1.1/4"-11 M30x2 49 20 46,0 18,5 50
XVRNW25HL1/2VA L PN 160 28 G1/2"-14 M 36 x 2 26 14 40,0 18,5 41
XVRNW 25 HL 3/4 VA L PN 160 28 G 3/4" -14 M 36 x 2 32 16 41,0 17,5 41
XVR NW 25 HL VA L PN 160 28 G1"-11 M 36 x 2 39 18 43,0 17,5 41
XVRNW 25 HL11/4VA L PN 160 28 G1.1/4"-11 M36x2 49 20 46,0 18,5 50
XVRNW32HL1/2VA L PN 160 35 G 1/2"-14 M 45 x 2 26 14 42,0 17,5 46
XVRNW32HL3/4VA L PN 160 35 G 3/4" -14 M 45 x 2 32 16 45,0 18,5 46
XVR NW 32 HL 1 VA L PN 160 35 G1"-11 M 45 x 2 39 18 47,0 18,5 50
XVR NW 32 HL VA L PN 160 35 G1.1/4"-11 M45x2 49 20 48,0 17,5 50
XVRNW 32HL11/2VA L PN 160 35 G1.1/2"-11 M45x2 55 22 51,0 18,5 55
XVR NW 40 HL 1 VA L PN 160 42 G1"-11 M52x2 39 18 48,0 19,0 55
XVRNW40HL 11/4VA L PN 160 42 G1.1/4"-11 M52x2 49 20 50,0 19,0 55
XVR NW 40 HL VA L PN 160 42 G1.1/2"-11 M52x2 55 22 52,0 19,0 55
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XVR VA
leskrivéjams veidgabals HANSA[/FLEX

Izstradajums
Apziméjums erij Ekspluatacijas spiediens bar

XVRNWO3HS 1/8VA S PN 400 6 G 1/8"-28 M14x15 14 8 27,5 12,5 17
XVR NW 03 HS VA S PN 400 6 G 1/4"-19 M14x15 18 12 32,0 13,0 19
XVRNWO3HS 3/8VA S PN 400 6 G 3/8"-19 M14x15 22 12 32,5 13,5 22
XVRNWO3HS1/2VA S PN 400 6 G 1/2"-14 M14x15 26 14 35,0 14,0 27
XVRNWO3HS 3/4VA S PN 400 6 G 3/4" -14 M14x15 32 16 38,0 15,0 32
XVRNWO04HS 1/8 VA S PN 400 8 G 1/8"-28 M16x15 14 8 27,0 12,0 17
XVR NW 04 HS VA S PN 400 8 G 1/4"-19 M16x15 18 12 34,0 15,0 19
XVRNWO04HS3/8VA S PN 400 8 G 3/8"-19 M16x15 22 12 34,5 15,5 22
XVRNWO04HS1/2VA S PN 400 8 G1/2"-14 M16x15 26 14 37,0 16,0 27
XVRNWO6HS 1/8 VA S PN 400 10 G 1/8"-28 M18x15 14 8 29,5 14,0 19
XVRNWO6HS 1/4VA S PN 400 10 G 1/4"-19 M18x15 18 12 34,0 14,5 22
XVR NW 06 HS VA S PN 400 10 G 3/8"-19 M18x15 22 12 34,5 15,0 22
XVRNWO6HS1/2VA S PN 400 10 G1/2"-14 M18x15 26 14 39,0 17,5 27
XVRNWO06HS3/4VA S PN 400 10 G 3/4" -14 M18x15 32 16 38,0 14,5 32
XVRNWOB8HS 1/4VA S PN 400 12 G 1/4"-19 M20x15 18 12 36,0 16,5 22
XVR NW 08 HS VA S PN 400 12 G 3/8"-19 M20x15 22 12 36,5 17,5 22
XVRNWO8HS 1/2VA S PN 400 12 G1/2"-14 M20x1,5 26 14 39,0 17,5 27
XVRNWO8HS3/4VA S PN 400 12 G 3/4" -14 M20x15 32 16 41,0 17,5 32
XVRNW10HS 1/4VA S PN 400 14 G 1/4"-19 M22x156 18 12 38,5 18,5 24
XVRNW10HS 3/8 VA S PN 400 14 G 3/8"-19 M22x156 22 12 38,5 18,5 24
XVR NW 10 HS VA S PN 400 14 G1/2"-14 M22x15 26 14 41,0 19,0 27
XVRNW10HS 3/4VA S PN 400 14 G 3/4"-14 M22x15 32 16 43,0 19,0 32
XVR NW 10 HS 1 VA S PN 250 14 G1"-11 M22x15 39 18 48,0 22,0 41
XVRNW 13 HS 1/4VA S PN 400 16 G 1/4"-19 M24x15 18 12 38,0 17,5 27
XVRNW 13 HS 3/8 VA S PN 400 16 G 3/8"-19 M24x15 22 12 39,0 18,5 27
XVR NW 13 HS VA S PN 400 16 G 1/2"-14 M24x15 26 14 41,0 18,5 27
XVRNW 13 HS 3/4VA S PN 400 16 G 3/4"-14 M24x15 32 16 45,0 20,5 32
XVR NW 13 HS 1 VA S PN 400 16 G1"-11 M24x15 39 18 43,5 21,5 M
XVRNW 16 HS 3/8 VA S PN 400 20 G 3/8"-19 M 30 x 2 22 12 45,0 22,5 32
XVRNW 16 HS 1/2VA S PN 400 20 G1/2"-14 M30x 2 26 14 45,0 20,5 32
XVR NW 16 HS VA S PN 400 20 G 3/4"-14 M30x 2 32 16 47,0 20,5 32
XVRNW 16 HS 1 VA S PN 250 20 G1"-11 M30x 2 39 18 50,0 21,5 M
XVRNW16HS 11/4VA S PN 400 20 G1.1/4"-11 M30x2 49 20 53,0 22,5 50
XVRNW16HS11/2VA S PN 400 20 G1.1/2"-11 M30x2 55 22 58,0 25,5 55
XVRNW20HS 1/2VA S PN 250 25 G 1/2"-14 M 36 x 2 26 14 49,0 23,0 M
XVRNW20HS 3/4VA S PN 250 25 G 3/4"-14 M 36 x 2 32 16 51,0 23,0 41
XVR NW 20 HS VA S PN 250 25 G1"-11 M 36 x 2 39 18 53,0 23,0 M
XVRNW20HS 11/4VA S PN 160 25 G1.1/4"-11 M36x2 49 20 56,0 24,0 50
XVRNW20HS 11/2VA S PN 400 25 G1.12"-11 M36x2 55 22 60,0 26,0 55
XVRNW25HS 3/4VA S PN 160 30 G 3/4"-14 M42x2 32 16 53,0 23,5 46
XVR NW 25 HS 1 VA S PN 160 30 G1"-11 M42x2 39 18 55,0 23,5 46
XVR NW 25 HS VA S PN 160 30 G1.1/4"-11 M42x2 49 20 57,0 23,5 50
XVRNW25HS11/2VA S PN 160 30 G1.12"-11 M42x2 55 22 62,0 26,5 55
XVR NW 32 HS 1 VA S PN 160 38 G1"-11 M52 x2 39 18 60,0 26,0 55
XVRNW32HS11/4VA S PN 160 38 G1.1/4"-11 M52x2 49 20 62,0 26,0 55
XVR NW 32 HS VA S PN 160 38 G1.12"-11 M52x2 55 22 64,0 26,0 55

Sérija: LL = |oti viegla L =viegla S =smaga — PN = nominalais spiediens PB = maks. ekspluatacijas spiediens - @ d2 = caurules aréjais diametrs

Izstradajumu varianti
XVR leskrivéjams veidgabals, Térauds
VR VA leskrivéjams veidgabals, CentréjoSais gredzens no aluminija ar Viton gredzenblivi
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09.12.2025 HANSA-FLEX AG www.hansa-flex.com 2



