XVR ED
leskrivéjams veidgabals HANSA[/FLEX

Tpasibas
Savienojums 1 BSP aréja vitne, cilindriska aw
Blivéjuma veids 1  E veida _3 _
Savienojums 2 metriska aréjas vitnes, cilindriskas I —
— . T @ oo LT
Blivéjuma veids 2  24° iek$&jais konuss s Qg e
Modelis leskrivéjams veidgabals | < : s i ! !
Konstrukcija Taisna i L2
Standarts DIN 2353 - L1 -
1SO 8434-1

Piegades apjoms lemava (bez uzmavuzgrieZzna un grieSanas
gredzena)

Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Norade

Norades par montazu, uzstadiSanu, spiediena noslodzi un pielaujamo ekspluatacijas temperattru noraditas caurulu veidgabalu tehniskaja
informacija.

Izstradajums

Apziméjums Sérija  Ekspluatacijas spiediens bar @ d1

XVR 04 LL ED LL PN 100 - 4 G1/8"-28 M8x1 14 8 20,0 95 14
XVR 06 LL ED LL PN 100 - 6 G1/8"-28 M10x1 14 8 20,0 8,0 14
XVR NW 04 HL ED L PN 315 - 6 G1/8"-28 M12x15 14 8 235 85 14
XVRNWO04 HL1/4ED L PN 315 - 6 G1/4"-19 M12x15 20 12 29,0 10,0 19
XVRNWO04 HL1/2ED L PN 315 - 6 G1/2"-14 M12x15 27 14 330 120 27
XVRNWO4HL3/8ED L PN 315 - 6 G3/8"-19 M12x15 22 12 295 10,5 22
XVRNWO6HL1/8ED L PN 315 - 8 G1/8"-28 M14x15 14 8 245 95 14
XVR NW 06 HL ED L PN 315 - 8 G1/4"-19 M14x15 19 12 29,0 10,0 19
XVRNWO6HL3/8ED L PN 315 - 8 G3/8"-19 M14x15 22 12 305 11,5 22
XVRNWO6HL1/2ED L PN 315 - 8 G1/2"-14 M14x15 27 14 330 120 27
XVRNWOSHL1/8ED L PN 315 - 10 G1/8"-28 M16x15 14 8 255 10,5 19
XVR NW 08 HL ED L PN 315 - 10 G1/4"-19 M16x15 19 12 30,0 11,0 19
XVRNWOSHL3/8ED L PN 315 - 10 G3/8"-19 M16x15 22 12 31,5 125 22
XVRNWOSHL1/2ED L PN 315 - 10 G1/2"-14 M16x15 27 14 340 130 27
XVRNW10HL1/4ED L PN 315 - 12 G1/4"-19 M18x15 19 12 31,5 125 22
XVR NW 10 HL ED L PN 315 - 12 G3/8"-19 M18x15 22 12 31,5 125 22
XVRNW10HL1/2ED L PN 315 - 12 G1/2"-14 M18x15 27 14 340 130 27
XVRNW10HL3/4ED L PN 250 - 12 G3/4"-14 M18x15 32 16 36,0 130 32
XVRNW 13 HL3/8ED L PN 315 - 15 G3/8"-19 M2x15 22 12 33,0 14,0 27
XVR NW 13 HL ED L PN 315 - 15 G1/2"-14 M2x15 27 14 350 140 27
XVRNW13HL3/4ED L PN 250 - 15 G3/4"-14 M22x15 32 16 38,0 150 32
XVRNW 16 HL3/8ED L PN 315 - 18 G3/8"-19 M26x15 22 12 335 140 27
XVR NW 16 HL ED L PN 315 - 18 G1/2"-14 M26x15 27 14 36,0 14,5 27
XVRNW 16 HL3/4ED L PN 250 - 18 G3/4"-14 M26x15 32 16 38,0 145 32
XVRNW20HL1/2ED L PN 160 - 22 G1/2"-14 M30x2 27 14 38,0 16,5 32
XVR NW 20 HL ED L PN 160 - 22 G3/4"-14 M30x2 32 16 40,0 165 32
XVR NW 20 HL 1 ED L PN 160 - 22 G1"-11 M30x2 40 18 420 165 M
XVRNW25HL3/4ED L PN 160 - 28 G3/4"-14 M36x2 32 16 410 175 M
XVR NW 25 HL ED L PN 160 - 28 G1"-11 M36x2 40 18 430 175 M
XVRNW25HL11/4ED L PN 160 - 28 G1.1/4"-11 M36x2 50 20 46,0 185 50
XVR NW 32 HL 1 ED L PN 160 - 35 G1"-11 M45x2 40 18 46,0 17,5 50
XVR NW 32 HL ED L PN 160 - 35 G1.1/4"-11 M45x2 50 20 480 17,5 50
XVRNW32HL11/2ED L PN 160 30 35 G1,1/2" M45x2 55 22 52,0 19,5 55
XVRNW40HL11/4ED L PN 160 - 42 G1.1/4"-11 M52x2 50 20 50,0 19,0 55
XVR NW 40 HL ED L PN 160 - 42 G11/2"11 M52x2 55 22 52,0 19,0 55
XVR NW 03 HS ED S PN 630 - 6 G1/4"-19 M14x15 19 12 320 13,0 19
XVRNWO3HS1/2ED S PN 630 - 6 G1/2"-14 M14x15 27 14 39,0 18,0 27
XVR NW 04 HS ED S PN 630 - 8 G1/4"-19 M16x15 19 12 340 150 19
XVRNWO04HS3/8ED S PN 630 - 8 G3/8"-19 M16x15 22 12 345 155 22
XVRNWO6HS 1/4ED S PN 630 - 10 G1/4"-19 M18x15 19 12 340 145 22

—
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XVR ED
leskrivéjams veidgabals HANSA[/FLEX

Izstradajums
Apziméjums Sérija  Ekspluatacijas spiediens bar @ d1

XVR NW 06 HS ED S PN 630 - 10 G3/8"-19 M18x15 22 12 345 150 22
XVRNWO6HS 1/2ED S PN 630 - 10 G1/2"-14 M18x15 27 14 390 175 27
XVRNWO8HS14ED S PN 630 - 12 G1/4"-19 M20x15 19 12 36,0 16,5 22
XVR NW 08 HS ED S PN 630 - 12 G3/8"-19 M20x15 22 12 365 170 22
XVRNWO8HS 1/2ED S PN 630 - 12 G1/2"-14 M20x15 27 14 390 175 27
XVRNW10HS 3/8ED S PN 630 - 14 G3/8"-19 M22x15 22 12 385 185 27
XVR NW 10 HS ED S PN 630 - 14 G1/2"-14 M22x15 27 14 41,0 19,0 27
XVRNW10HS3/4ED S PN 630 - 14 G3/4"-14 M22x15 32 16 450 21,0 32
XVRNW13HS3/8ED S PN 400 - 16 G3/8"-19 M24x15 22 12 385 180 27
XVR NW 13 HS ED S PN 400 - 16 G1/2"-14 M24x15 27 14 41,0 185 27
XVRNW13HS34ED S PN 400 - 16 G3/4"-14 M24x15 32 16 450 205 32
XVRNW 13 HS 1 ED S PN 400 - 16 G1" M24x15 39 18 455 188 M
XVRNW16HS 1/2ED S PN 400 - 20 G1/2"-14 M30x2 27 14 450 205 32
XVR NW 16 HS ED S PN 400 - 20 G3/4"-14 M30x2 32 16 47,0 205 32
XVR NW 16 HS 1 ED S PN 400 - 20 G1"-11 M30x2 40 18 51,0 225 41
XVRNW20HS 1/2ED S PN 400 - 25 G1/2"-14 M36x2 27 14 490 230 M
XVRNW20HS34ED S PN 400 - 25 G3/4"-14 M36x2 32 16 51,0 230 41
XVR NW 20 HS ED S PN 400 - 25 G1"-11 M36x2 40 18 530 230 41
XVR NW 25 HS 1 ED S PN 400 - 30 G1"-11 M42x2 40 18 550 235 50
XVR NW 25 HS ED S PN 400 - 30 G1.1/4"-11 M42x2 50 20 570 235 50
XVRNW32HS114ED S PN 315 - 38 G1.1/4"-11 M52x2 50 20 62,0 26,0 55
XVR NW 32 HS ED S PN 315 - 38 G1.1/2"-11 M52x2 55 22 640 26,0 55

Sérija: LL = |oti viegla L =viegla S =smaga - PN =nominalais spiediens PB = maks. ekspluatacijas spiediens — @ d2 = caurules aré&jais diametrs

Izstradajumu varianti

leskrivéjams veidgabals, CentréjoSais gredzens
XVR ED VA no aluminija ar Viton gredzenblivi

VR ED leskraveéjams veidgabals, Térauds

Rezerves dalas
WD Miksts blivéjums ED veidgabaliem
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