W90 HB HN
leskrivéjama iemava, 90° lenkis HANSA[/FLEX

Tpasibas

Savienojums 1 BSP aréja vitne, cilindriska

Blivejuma veids 1 60° iek$éjais konuss

Savienojums 2 NPT aréjas vitnes
Blivéjuma veids 2  vitnes blivéjums
Modelis leskrivéjama iemava
Konstrukcija 90° lenkis

Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Izstradajums
Apziméjums G1 G2 SW
(mm)
WS90 HB 02 HN G 1/8" -28 1/8" -27 NPT 11
W90 HB 04 HN 02 G 1/4" -19 1/8" -27 NPT 14
W90 HB 04 HN G 1/4" -19 1/4" -18 NPT 14
W90 HB 06 HN 04 G 3/8"-19 1/4" -18 NPT 19
W90 HB 06 HN G 3/8"-19 3/8" -18 NPT 19
W90 HB 06 HN 08 G 3/8"-19 1/2" -14 NPT 22
W90 HB 08 HN 06 G 1/2"-14 3/8" -18 NPT 22
WS90 HB 08 HN G 1/2"-14 1/2" -14 NPT 22
W90 HB 12 HN 08 G 3/4" -14 1/2" -14 NPT 27
W90 HB 12 HN G 3/4" -14 3/4" -14 NPT 27
W90 HB 16 HN G1"-11 1"-11,5 NPT 33
W90 HB 20 HN G1.1/4" -11 1.1/4" -11,5 NPT 41
WS90 HB 24 HN G 1.1/2"-11 1.1/2" -11,5 NPT 50
WS90 HB 32 HN G2"-11 2"-11,5 NPT 55

SW = uzgrieznu atslégas platums

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
25.07.2025 HANSA-FLEX AG www.hansa-flex.com 1



