w90 HRO L HJ
leskrivéjama iemava, gara, 90° lenkis HANSA[/FLEX

Tpasibas

Savienojums 1 BSP aréja vitne, cilindriska

Blivéjuma veids 1 G forma

Savienojums 2 UN/UNF aréjas vitnes

Blivejuma veids 2  74° argjais konuss

Modelis leskrivéjama iemava, gara
Konstrukcija 90° lenkis
Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Izstradajums
Apzimé&jums G1 G2 SW L1 ) S1 OR

(mm) ) (mm)
W90 HRO L 04 HJ 06 G 1/4"-19 9/16" -18 UNF 14 56,5 27,0 19 8,00 x 2,00
W90 HRO L 04 HJ 08 G 1/4" -19 3/4" -16 UNF 19 64,0 31,5 19 8,00 x 2,00
W90 HRO L 06 HJ G 3/8"-19 9/16" -18 UNF 19 67,0 28,5 22 13,94 x 2,62
W90 HRO L 06 HJ 08 G 3/8"-19 3/4" -16 UNF 19 67,0 31,5 22 13,94 x 2,62
W90 HRO L 06 HJ 10 G 3/8"-19 7/8" -14 UNF 22 75,0 36,5 22 17,86 x 2,62
W90 HRO L 08 HJ 06 G 1/2"-14 9/16" -18 UNF 22 78,0 31,0 27 17,86 x 2,62
W90 HRO L 08 HJ G1/2"-14 3/4" -16 UNF 22 78,0 34,0 27 17,86 x 2,62
W90 HRO L 08 HJ 10 G1/2"-14 7/8" -14 UNF 22 78,0 36,5 27 17,86 x 2,62
W90 HRO L 08 HJ 12 G 1/2"-14 1.1/16" -12 UN 27 88,0 42,0 27 17,86 x 2,62
W90 HRO L 12 HJ 10 G 3/4" -14 7/8" -14 UNF 27 92,0 39,5 36 23,47 x 2,62
W90 HRO L 12 HJ G 3/4" -14 1.1/16"-12 UN 27 92,0 42,0 36 23,47 x 2,62
W90 HRO L 12 HJ 16 G 3/4"-14 1.5/16" -12 UN 33 105,0 46,0 36 23,47 x 2,62
W90 HRO L 16 HJ 12 G1"-11 1.1/16" -12 UN 33 105,0 44,5 41 29,74 x 3,53
W90 HRO L 16 HJ G1"-11 1.5/16" -12 UN 33 105,0 46,0 41 29,74 x 3,53
W90 HRO L 16 HJ 20 G1"-11 1.5/8" -12 UN 41 124,0 52,0 41 29,74 x 3,53

SW, S1, S2 = uzgrieznu atslégas platums

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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