AFS 90 SRE U (3000 / 6000 PSI)

Piemetinams SAE atloks, 90° lenkis

HANSAVFLEX

Tpasibas L5
Standarts SAE J518 C =
1ISO 6162 o
Konstrukcija 90° lenkis TR
Modelis Piemetinams SAE atloks o — i;
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Piegades apjoms

ar UNC skravju komplektu un apala
Skérsgriezuma gredzenu

Materials

$355J2G3 (ST52.3)

Virsmas aizsardziba

ieelloSana ar melno ellu

Norade

Noraditais maksimalais ekspluatacijas spiediens attiecas uz atloku! Realo ekspluatacijas spiedienu nosaka caurule (sieninu biezums) un tas

kvalitate!

Izstradajums
Apziméjums

Spiediena Caurule

serija

Skrives

AFS 80/90 SRE20U 6000PSI 250 1/2" 20x3 20 14 13 381 540 175 60 48 16 20 37 9,0 (4x)UNC516x1.1/4
AFS 80/90 SRE22U 6000PSI 160 1/2" 22x2 22 18 13 381 540 175 60 48 16 20 37 9,0 (4x)UNC516x1.1/4
AFS 80/90 SRE25U 6000PSI 250 1/2" 25x3 25 19 13 381 540 175 60 48 16 20 37 9,0 (4x)UNC516x1.1/4
AFS 80/90 SRE28 U 6000PSI 160 1/2" 28x3 28 22 13 381 540 175 60 48 16 20 37 9,0 (4x)UNCS516x1.1/4
AFS 100/90 SRE25U 6000 PSI 250 3/4" 25x3 25 19 19 46 650 223 63 50 18 24 38 110 (4x)UNC3/8x1.1/2
AFS 100/90 SRE28 U 6000PSI 160 3/4" 28x3 28 22 19 46 650 223 63 50 18 24 38 110 (4x)UNC3/8x1.1/2
AFS 100/90 SRE30 U 6000 PSI 250 3/4" 30x4 30 22 19 46 650 223 63 50 18 24 38 110 (4x)UNC3/8x1.1/2
AFS 100/90 SRE35U 6000PSI 160 3/4" 35x4 35 27 19 46 650 223 63 50 18 24 38 110 (4x)UNC3/8x1.1/2
AFS 102/90 SRE30U 6000PSI 250 1" 30x4 30 22 25 524 700 262 70 60 19 28 43 110 (4x)UNC3/8x1.1/2
AFS 102/90 SRE35U 6000PSI 160 1" 35x4 35 27 25 524 700 262 70 60 19 28 43 110 (4x)UNC3/8x1.1/2
AFS 102/90 SRE38U 6000PSI 250 1" 38 x4 38 30 25 524 700 262 70 60 19 28 43 110 (4x)UNC3/8x1.1/2
AFS 102/90 SRE42U 6000PSI 160 1" 42x3 42 36 25 524 700 262 70 60 19 28 43 110 (4x)UNC3/8x1.1/2
AFS 104/90 SRE38U 6000 PSI 250 1.1/4" 38x4 38 30 32 s87 790 302 8 68 21 34 51 115 (4x)UNC7/16x1.1/2
AFS 104/90 SRE42U 6000PSI 160 1.1/4" 42x3 42 36 32 s87 790 302 85 68 21 34 51 115 (4x)UNC7/16x1.1/2
AFS 104/90 SRE48U 6000 PSI 160 1.1/4" 483x45 49 39 32 587 790 302 85 68 21 34 51 115 (4x)UNC7/16x1.1/2
AFS 106/90 SRE38 U 6000PSI 210 112" 38x4 38 30 38 699 930 357 95 78 25 38 56 135 (4x)UNC1/2x1.3/4
AFS 106/90 SRE42U 6000PSI 160 112" 42x3 42 36 38 699 930 37 95 78 25 38 56 135 (4x)UNC1/2x1.3/4
AFS 106/90 SRE48 U 6000 PSI 160 1.1/2" 483x45 49 39 38 699 93,0 37 95 78 25 38 56 135 (4x)UNC1/2x1.3/4
AFS 108/90 SRE60 U 6000 PSI 200 2" 603x56 61 49 51 778 1100 429 10 90 25 42 65 135 (4x)UNC1/2x1.3/4
AFS 108/90 SRE76 U 6000 PSI 200 2" 761x71 77 62 51 778 1100 429 10 90 25 42 65 135 (4x)UNC1/2x1.3/4
AFS 401/90 SRE20U 6000PSI 315 1/2" 20x3 20 14 13 405 564 182 60 48 16 20 37 9,0 (4x)UNC516x1.1/4
AFS 401/90 SRE25U 6000 PSI 315 1/2" 25x4 25 17 13 405 564 182 60 48 16 20 37 9,0 (4x)UNC516x1.1/4
AFS 402/90 SRE25U 6000 PSI 315 3/4" 25x4 25 17 19 s08 713 238 70 60 19 28 43 110 (4x)UNC3/8x1.1/2
AFS 402/90 SRE30U 6000PSI 315 3/4" 30x4 30 22 19 s08 713 238 70 60 19 28 43 110 (4x)UNC3/8x1.1/2
AFS 403/90SRE30U 6000PSI 315 1" 30x4 30 22 25 s72 810 278 85 70 21 34 51 130 (4x)UNC7/16x1.1/2
AFS 403/90 SRE38U 6000PSI 315 1" 38 x5 38 28 25 572 810 =278 85 70 21 34 51 130 (4x)UNC7/16x1.1/2
AFS 404/90 SRE38U 6000PSI 315 1.1/4" 38x5 38 28 32 e6 952 318 95 78 256 38 56 135 (4x)UNC1/2x1.3/4
AFS 404/90 SRE48U 6000PSI 315 1.1/4" 483x8 49 32 32 66 952 318 95 78 25 38 56 135 (4x)UNC1/2x1.3/4
AFS 405/90 SRE38U 6000PSI 315 1.1/2" 38x5 38 28 38 793 1128 365 110 94 25 42 65 170 (4x)UNC5/8x2
AFS 405/90 SRE48U 6000 PSI 315 1.1/2" 483x8 49 32 38 793 1128 365 110 94 25 42 65 170 (4x)UNC5/8x2
AFS 405/90 SRE60U  6000PSI 315 112" 603x10 61 40 38 793 1128 365 110 94 25 42 65 170 (4x)UNC5/8x2

PN = nominalais spiediens PB = maks. ekspluatacijas spiediens

Izstradajumu varianti

AFS 90 SRE (3000 PSI) Piemetinams SAE atloks, 90° lenkis, tikai atloks

AFS 90 SRE M (3000 / 6000 PSI)

Piemetinams SAE atloks, 90° lenkis, ar metrisku skrivju komplektu un apala Skérsgriezuma gredzenu

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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