SFCE M (3000 / 6000 PSI)
SAE atloks ar &rdjo vitn HANSAVFLEX

Tpasibas

Standarts DIN 3901 / 3902
Konstrukcija Taisha

Modelis SAE atloks ar aréjo vitni

Piegades apjoms  ar 2 atloku pusém, skriivju komplektu un apala
Skérsgriezuma gredzenu, uzgriezni un grieSanas
gredzenu

Materials $355J2G3 (C22)

Virsmas aizsardziba  galvaniskais parklajums

Norade
Norades par montazu, uzstadiSanu, spiediena slodzi un pielaujamo ekspluatacijas temperatiru iespéjams atrast caurulu veidgabalu tehniskaja
informacija SAE J 518 C.

Izstradajums
Apziméjums Spiediena Sér- @
sérija ija  RAD

(mm)

SFCE3001L15M 3000PSI L 15 315 1/2" M2x15 302 16/20 381 54 175 456 482 56 7,0 87 M8x30 24
SFCE3001L22M 3000PSI L 22 160 1/2" M30x2 302 13 81 54 175 456 531 62 75 87 M8x30 27
SFCE3002L18M 3000PSI L 18 315 3/4" M26x15 381 15/20 476 65 222 518 532 62 7,5 107 M10x35 30
SFCE3002L22M 3000PSI L 22 160 3/4" M30x2 381 19 476 65 222 518 532 62 75 107 M10x35 30
SFCE3002L28M 3000PSI L 28 160 3/4" M36x2 381 19 476 65 222 518 532 62 75 107 M10x35 30
SFCE3003L28M 3000PSI L 28 160 1" M36x2 444 24 524 70 262 584 542 65 7,5 107 M10x35 36
SFCE3004L28M 3000PSI L 28 160 1.1/4" M36x2 508 22 587 79 302 726 586 67 75 *1 *2 36
SFCE3004L35M 3000PSI L 35 160 1.1/4" M45x2 s08 30/32 587 79 302 726 582 69 105 *1 *2 41
SFCE3005L42M 3000PSI L 42 160 112" M52x2 603 36 69,9 94 357 822 642 76 110 135 M12x40 46
SFCE3001S16M 3000PSI S 16 350 1/2" M24x15 302 13 81 54 175 456 502 60 85 87 M8x30 24
SFCE3002S20M 3000PSI S 20 350 3/4" M30x2 381 16/20 476 65 222 518 572 68 105 107 M10x35 30
SFCE3002825M 3000PSI S 25 350 3/4" M36x2 381 17 476 65 222 518 572 69 120 107  M10x35 30
SFCE3003S25M 3000PSI S 25 315 1" M36x2 444 20 524 70 262 584 582 70 120 107 M10x35 36
SFCE3003S30M 3000PSI S 30 315 1" M42x2 444 24 524 70 262 584 632 76 135 107 M10x35 36
SFCE3004S25M 3000PSI S 25 250 1.1/4" M36x2 508 20/27 587 79 302 726 602 72 120 *1 *2 41
SFCE3004S30M 3000PSI S 30 250 1.1/4" M42x2 s08 25/28 587 79 302 726 622 75 135 *1 *2 41
SFCE3004S38M 3000PSI S 38 250 1.1/4" M52x2 508 28 587 79 302 726 666 81 160 *1 *2 46
SFCE3005S38M 3000PSI S 38 200 112" M52x2 603 32 699 94 357 82 702 85 160 135 M12x40 46
SFCE6001S16M 6000PSI S 16 400 1/2" M24x15 317 12 405 56 182 472 532 63 85 85 M8x30 24
SFCE6002S16M 6000PSI S 16 400 3/4" M24x15 413 12 508 71 238 600 592 69 85 105 M10x35 30
SFCE6002S20M 6000PSI S 20 400 3/4" M30x2 413 16 508 71 238 600 612 72 105 105 M10x35 30
SFCE6002S25M 6000PSI S 25 400 3/4" M36x2 413 17 508 71 238 600 632 75 120 105 M10x35 30
SFCE6002S30M 6000PSI S 30 400 3/4" M42x2 413 18 508 71 238 600 640 77 135 105 M10x35 36
SFCE6003S25M 6000PSI S 25 400 1" M36x2 476 20 572 81 278 696 722 84 120 *B3  M12x45 41
SFCE6003S30M 6000PSI S 30 400 1" M42x2 4716 24 572 81 278 696 740 87 135 *3  M12x45 4
SFCE6004S30M 6000PSI S 30 400 1.1/4" M42x2 540 25/30 67 95 318 772 792 92 135 *4 M14x50 4
SFCE6004S38M 6000PSI S 38 350 1.1/4" M52x2 540 30 667 95 318 772 832 98 160 4 M14x50 46
SFCE6005S38M 6000PSI S 38 350 112" M52x2 635 30 794 113 365 950 892 104 160 167 M16x55 46

PN = nominalais spiediens PB = maks. ekspluatacijas spiediens — @ = caurules aréjais diametrs — Sérija: LL = |oti viegla L =viegla S =smaga

*1) = péc izvéles 10,5; 12,0 vai 12,5 — *3) = péc izvéles 12,0 vai 12,5 — *4) = péc izvéles 13,5 vai 14,5 — *2) = pécizvéles M 10 x 30 vai M 12 x 35

Izstradajumu varianti
SFCE (3000 PSI) SAE atloks ar aréjo vitni, tikai starpelements

SAE atloks ar aré€jo vitni, ar 2 atloku pusém, skrivju komplektu un apala Skérsgriezuma gredzenu, uzgriezni un
SFCE U (3000 / 6000 PSI) grie&anas gredzenu

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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