WF LK
Sukna savienojums, (4 atvérumi), 90° lenkis HANSA[/FLEX

Tpasibas

Modelis Sikna savienojums (4 atvérumi)
Konstrukcija 90° lenkis

Standarts DIN 3901 / 3902

Stiprinajums ar metrisko skrivju komplektu

Piegades apjoms  ar metrisku skriivju komplektu un apala
Skérsgriezuma gredzenu

Materials Kalamais ¢uguns GTW40

Virsmas aizsardziba  galvaniskais parklajums

Norade
Noraditais maksimalais ekspluatacijas spiediens attiecas uz atloku! Realo ekspluatacijas spiedienu nosaka caurule (sieninu biezums) un tas
kvalitate!

Izstradajums
Apziméjums Sérija | @ RAD Spiediens PB A Skraves 1 Skraves 2

(mm) (bar)

WF35LKL10315 L 14,0 10 315 M16x1,5 35 39 165 305 64 (2x)M6x22 (2)M6x35 20,0x25
WF35LKL12315 L 14,0 12 315 M18x1,5 35 39 16,5 305 64 (2)M6x22 (2)M6x35 20,0x25
WF35LKL15250 L 14,0 15 250 M22x1,5 35 39 16,5 30,0 64 (2x)M6x22 (2)M6x35 20,0x25
WF35LKL18250 L 150 18 250 M26x1,5 35 39 20,0 30,0 64 (2x)M6x22 (2x)M6x40 20,0x25
WF40LKL15100 L 20,0 15 100 M22x1,5 40 42 225 300 64 (2x)M6x22 (2x)M6x45 26,0x25
WF40LKL18100 L 20,0 18 100 M26x1,5 40 42 225 305 64 (2x)M6x22 (2x)M6x45 26,0x25
WF40LKL22100 L 20,0 22 100 M30x2 40 42 225 305 64 (2x)M6x22 (2x)M6x45 26,0x25
WF40LKL28100 L 20,0 28 100 M36x2 40 42 28,0 325 64 (2x)M6x22 (2x)M6x50 26,0x25
WF40LKL35100 L 20,0 35 100 M45x2 40 42 340 305 64 (2x)M6x22 (2x)M6x60 26,0x25
WF 55 LKL35100 L 26,0 35 100 M45x2 55 58 320 385 84 (2x)M8x25 (2x)M8x60 32,0x25
WF55LKL42100 L 26,0 42 100 M52x2 55 58 40,0 380 84 (2x)M8x25 (2x)M8x70 32,0x25
WF35LKS16315 S 150 16 315 M24x1,5 35 39 200 295 64 (2x)M6x22 (2x)M6x40 20,0x25
WF35LKS20315 S 150 20 315 M30x2 35 39 250 345 64 (2x)M6x22 (2x)M6x45 20,0x25
WF40LKS20250 S 20,0 20 250 M30x2 40 42 225 295 64 (2x)M6x22 (2x)M6x45 26,0x25
WF55LKS820250 S 18,0 20 250 M30x2 55 58 30,0 345 84 (2x)M8x25 (2x)M8x55 32,0x25
WF55LKS25250 S 20,0 25 250 M36x2 55 58 30,0 370 84 (2x)M8x25 (2x)M8x55 32,0x25
WF55LKS30250 S 26,0 30 250 M42x2 55 58 320 355 84 (2x)M8x25 (2x)M8x50 32,0x25

Sérija: LL = |oti viegla L =viegla S =smaga — PN =nominalais spiediens PB = maks. ekspluatacijas spiediens — @& RAD = caurules aréjais diametrs

Izstradajumu varianti
WF LK M  Siikna savienojums, (4 atvérumi), 90° lenkis, ar skrivju komplektu, apala $kérsgriezuma gredzenu, uzgriezni un grieSanas gredzenu

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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