WFG JIC M (3000 / 6000 PSI)
SAE atloka adapters, kalts HANSA[/FLEX

Tpadibas ST e ey
Papildingjums modelim  kalts BEd @ |9 |=
Konstrukcija 90° lenkis [ | }_m |
Modelis SAE atloka adapters L g:' A l
Piegades apjoms ar 2 atloku pusém, skrivju komplektu un apala

Skéersgriezuma gredzenu

tikai atloks
Materials S355J2G3 (ST52.3)

Virsmas aizsardziba galvaniskais parklajums

Norade
Noraditais maksimalais ekspluatacijas spiediens attiecas uz atloku! Realo ekspluatacijas spiedienu nosaka caurule (sieninu biezums) un tas
kvalitate!

Izstradajums
Apziméjums Spiediena Tipizm- A Skraves

serija . ers

WFG 3001 JIC3/4M 3000PSI 350 1/2" UNF 3/4"-16 99 13 381 54 175 608 456 38 38 87 (4x)M8x25
WFG 3001 JIC7/8 M 3000PSI 350 1/2" UNF7/8"-14 123 13 381 54 175 608 456 38 38 87 (4x)M8x25
WFG 3002JIC11/46M 3000 PSI 350  3/4" UNF1,1/16"-12 155 19 476 65 222 70,9 518 42 45 107 (4x)M10x30
WFG 3002 JIC15/16M 3000PSI 350  3/4" UN1.5/16"-12 215 19 476 65 222 709 518 42 45 107 (4x)M10x30
WFG 3002 JIC7/8 M 3000 PSI 350  3/4" UNF 7/8" -14 123 19 476 65 222 70,9 518 42 45 107 (4x)M10x30
WFG 3003 JIC11/16M 3000PSI 315 1" UNF1,1/16"-12 155 24 524 70 262 79,2 584 45 50 107 (4x)M10x30
WFG 3003 JIC15/16M 3000PSI 315 1" UN1.5/16"-12 215 24 524 70 262 792 54 45 50 107 (4x)M10x30
WFG 3003JIC158M 3000PSI 315 1" UN15/8"-12 275 24 524 70 262 792 54 45 50 107 (4x)M10x30
WFG 3004 JIC15/16M 3000PSI 250 1.1/4" UN1.5/16"-12 215 31 57 79 302 853 726 50 59 *1 *2

WFG 3004 JIC158M 3000PSI 250 1.1/4" UN15/8"-12 275 31 587 79 302 853 726 50 59 *1 *2

WFG 3005JIC15/8M 3000PSI 200 1.1/2" UN1.5/8"-12 275 38 699 94 357 1171 822 76 76 135 (4x)M12x35
WFG 3005JIC17/8M 3000PSI 200 1.1/2" UN1.7/8"-12 330 38 699 94 357 1171 822 76 76 135 (4x)M12x35
WFG 6001 JIC3/4M 6000PSI 400 1/2" UNF 3/4"-16 99 13 405 56 182 616 472 39 38 87 (4x)M8x30
WFG 6001 JIC7/8 M 6000 PSI 400 1/2" UNF7/8"-14 123 13 405 56 182 616 472 39 38 87 (4x)M8x35
WFG 6002 JIC11/46M 6000 PSI 400  3/4" UNF 1,1/16"-12 155 17 508 71 238 78,0 600 48 48 107 (4x)M10x35
WFG 6002 JIC15/16 M 6000 PSI 400  3/4" UN1.5/16"-12 215 17 508 71 238 780 600 48 48 107 (4x)M10x35
WFG 6002 JIC7/8 M 6000 PSI 400  3/4" UNF7/8"-14 123 17 508 71 238 780 600 48 48 107 (4x)M10x35
WFG 6003 JIC11/46M 6000 PSI 400 1" UNF1,1/16"-12 155 24 572 81 278 990 699 60 60 *3  (Ax)M12x45
WFG 6003 JIC15/16M 6000 PSI 400 1" UN1.5/16"-12 215 24 572 81 278 990 699 60 60 *3  (4x)M12x45
WFG 6003 JIC158M 6000PSI 400 1" UN15/8"-12 275 24 572 81 278 990 699 60 60 *3  (4x)M12x45
WFG 6004 JIC15/16M 6000 PSI 400 1.1/4" UN15/16"-12 215 30 667 95 318 1155 772 68 68 *4 (4x)M14x50
WFG 6004 JIC15/8M 6000PSI 400 1.1/4" UN15/8"-12 275 30 667 95 318 1155 772 68 68 *4  (4x)M 14 x50
WFG 6004 JIC17/8M 6000PSI 400 1.1/4" UN1.7/8"-12 330 30 667 95 318 1155 772 68 68 4 (Ax)M 14 x50
WFG 6005JIC158M 6000PSI 400 1.1/2" UN15/8"-12 275 32 794 113 365 1330 950 76 76 170 (4x)M16x55
WFG6005JIC17/8M 6000PSI 400 1.1/2" UNA1.7/8"-12 330 32 794 113 365 1330 950 76 76 170 (4x)M16x55

Sérija: LL = |oti viegla L =viegla S=smaga - @ = caurules aréjais diametrs — PN = nominalais spiediens PB = maks. ekspluatacijas spiediens

*1) = péc izvéles 10,5 vai 12,5 — *3) = péc izvéles 12,0 vai 12,5 — *4) = péc izvéles 13,5 vai 14,5 — *2) = péc izvéles M 10 x 30 vai M 12 x 35

Izstradajumu varianti
WFG JIC (6000 PSI) SAE atloka adapters, kalts, tikai atloks
WFG JIC U (3000 /6000 PSI) SAE atloka adapters, kalts, ar 2 atloku pusém, skriivju komplektu un apala $kérsgriezuma gredzenu

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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