SDOR VA
Atvazams veidgabals bez droseles, 90° lenkis HANSA[/FLEX

Tpasibas

Savienojums 1 BSP aréja vitne, cilindriska

Blivéjuma veids 1  F veida

Savienojums 2 metriska aréjas vitnes, cilindriskas

Blivéjuma veids 2  24° iek$¢jais konuss

Modelis Atvazams veidgabals bez droseles

Konstrukcija 90° lenkis

Standarts DIN 2353
ISO 8434-1

Piegades apjoms  lemava ar uzmavuzgriezni un grie$anas gredzenu

Materials Centréjosais gredzens no aluminija ar Viton
gredzenblivi

Norade

Norades par montazu, uzstadi§anu, spiediena noslodzi un pielaujamo ekspluatacijas temperatiru noraditas caurulu veidgabalu tehniskaja
informacija.

Pasitiljuma norades
NBR plombas
FPM (Viton) péc pieprasijuma

Izstradajums
Apziméjums Ekspluatacijas Caurules

spiediens bar aréjais @
(mm)

SDOR 04 LL VA LL PN 100 4 G1/8"-28 147 8 235 105 290 140 17 17 10  7,65x1,78
SDOR 06 LL VA LL PN 100 6 G1/8"-28 135 8 235 105 285 135 17 17 12 7,65x1,78
SDOR 08 LL VA LL PN 100 8 G1/8"-28 147 8 235 105 285 135 17 17 14 7,65x1,78
SDORNWO04HLVA L PN 315 6 G1/8"-28 147 8 235 105 27,0 120 17 17 14 765x1,78
SDORNWO06 HLVA L PN 315 8 G1/4"-19 187 13 290 140 290 145 22 19 17  1110x1,78
SDORNWO0SHLVA L PN 315 10 G1/4"-19 187 10 290 140 300 155 22 19 19  11,10x178
SDORNW10HL1/4VA L PN 315 12 G1/4"-19 227 10 30 155 250 165 22 19 22 1110x1,78
SDORNW 10HLVA L PN 315 12 G3/8"-19 227 12 350 165 330 180 27 24 22 1400x1,78
SDORNW 13 HLVA L PN 315 15 G1/2"-14 267 12 460 215 360 215 32 27 27 1877x1,78
SDORNW 16 HLVA L PN 315 18 G1/2"-14 267 12 460 215 375 210 32 271 32 1877x1,78
SDORNW20HLVA L PN 160 22 G3/4"-14 327 16 520 240 440 275 41 3 36 23,81x262
SDORNW25HLVA L PN 160 28 G1"-11 397 18 640 305 485 320 50 46 41 2982x262
SDORNW32HLVA L PN 160 35 G11/4"-11 497 20 750 355 580 360 60 50 50 37,77x262
SDORNW40HLVA L PN 160 42 G11/2"-11 5857 22 740 405 635 405 70 60 60 4128x3,53
SDORNWO3HSVA S PN 400 6 G1/4"-19 187 13 290 140 315 165 22 19 17 1110x1,78
SDORNWO04HSVA S PN 400 8 G1/4"-19 187 13 290 140 315 165 22 19 19 1110x1,78
SDORNWO6 HS 1/4VA S PN 400 10 G1/4"-19 290 13 30 165 350 185 27 19 22 1110x1,78
SDORNWO6 HSVA S PN 400 10 G3/8"-19 227 12 355 165 345 185 27 24 22 1400x1,78
SDORNWO8HSVA S PN 400 12 G3/8"-19 227 12 350 165 345 185 27 24 24  1400x1,78
SDORNW10HSVA S PN 400 14 G1/2"-14 267 12 460 215 405 225 32 271 271 1877x178
SDORNW 113HSVA S PN 315 16 G1/2"-14 267 12 460 215 405 220 32 27 30 1877x178
SDORNW16 HSVA S PN 315 20 G3/4"-14 327 16 520 240 480 265 41 3 36 23,81x2,62
SDORNW20HS VA S PN 250 25 G1"-11 397 19 630 305 555 31,5 50 46 46  29,82x2,62
SDORNW25HSVA S PN 160 30 G1.14"-11 497 20 750 355 635 370 60 55 50 37,77x262
SDORNW32HSVA S PN 160 38 G11/2"-11 557 22 740 405 725 415 70 60 60 4128x353

PN = nominalais spiediens PB = maks. ekspluatacijas spiediens — Sérija: LL = |oti viegla L =vieglda S =smaga — @ d2 = caurules aréjais diametrs

Izstradajumu varianti
SDOR Atvazams veidgabals bez droseles, 90° lenkis, Térauds
XSDOR VA  Atvazams veidgabals bez droseles, 90° lenkis, Centréjosais gredzens no aluminija ar Viton gredzenblivi

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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