XEWORK

leskruvéjams veidgabals, 90° lenkis

HANSAVFLEX
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Piegades apjoms  lemava (bez uzmavuzgriezna un grieSanas x : =
gredzena) - 51
Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Norade
Norades par montazu, uzstadi§anu, spiediena noslodzi un pielaujamo ekspluatacijas temperatiru noraditas caurulu veidgabalu tehniskaja
informacija.

Izstradajums
Apziméjums SEES Ekspluatécijas spiediens
ar

XEWORK 04 LL LL PN 250 4 G1/8"-28 M8x1 7,1 11,3 20 15 11 14 7,65x1,78
XEWORK 06 LL LL PN 250 6 G1/8"-28 M10x1 7,1 11,3 20 15 11 14 7,65x1,78
XEWORKNWO04HL L PN 315 6 G1/8"-28 M12x15 7,0 14,0 19 21 14 14 7,65x1,78
XEWORKNW 06 HL L PN 315 8 G1/4"-19 M14x15 9,0 16,0 23 23 14 19 10,78 x 2,62
XEWORKNWO08 HL L PN 315 10 G1/4"-19 M16x15 9,0 170 25 24 19 19 10,77 x 2,62
XEWORKNW 10 HL L PN 250 12 G3/8"-19 M18x15 9,0 19,0 28 26 19 22 13,94 x2,62
XEWORKNW 13 HL L PN 250 15 G1/2"-14 M22x15 130 21,0 30 28 22 27 17,86 x2,62
XEWORKNW 16 HL L PN 250 18 G1/2"-14 M26x15 130 240 36 31 27 27 17,86 x2,62
XEWORKNW 20 HL L PN 160 22 G3/4"-14 M30x2 13,0 28,0 36 35 30 36 23,47x2,62
XEWORKNW 25 HL L PN 160 28 G1"-11 M 36 x 2 150 31,0 44 38 36 41 29,74x 3,53
XEWORKNW 32HL L PN 160 35 G1.1/4"-11 M45x2 150 38,0 50 48 50 50 37,69x3,53
XEWORKNW 40 HL L PN 160 42 G1.12"-11 M52x2 150 38,0 52 49 50 55 44,04 x 3,53
XEWORKNWO03HS S PN 315 6 G1/4"-19 M14x15 9,0 150 23 22 14 19 10,77 x 2,62
XEWORKNW 04 HS S PN 315 8 G1/4"-19 M16x15 9,0 17,0 27 24 19 19 10,77 x 2,62
XEWORKNW 06 HS S PN 250 10 G3/8"-19 M18x15 9,0 18,0 29 25 19 22 13,94x2,62
XEWORKNW 08 HS S PN 250 12 G3/8"-19 M20x15 9,0 22,0 29 29 22 22 13,94x2,62
XEWORKNW 10 HS S PN 250 14 G1/2"-14 M22x15 130 250 36 33 27 27 18,00 x 3,00
XEWORKNW 13 HS S PN 250 16 G1/2"-14 M24x15 130 250 36 33 27 27 17,86 x 2,62
XEWORKNW 16 HS S PN 250 20 G3/4"-14 M30x2 12,0 28,0 39 38 30 36 23,47 x2,62
XEWORKNW20HS S PN 250 25 G1"-11 M 36 x 2 14,0 30,0 44 42 36 41 29,74x3,53
XEWORKNW 25 HS S PN 160 30 G1.1/4"-11 M42x2 150 36,0 49 49 50 50 37,69x3,53
XEWORKNW 32HS S PN 160 38 G1.1/2"-11 M52x2 15,0 34,0 55 50 50 55 44,04 x 3,53

Sérija: LL = |oti viegla L =viegla S =smaga — PN =nominalais spiediens PB = maks. ekspluatacijas spiediens — @ d2 = caurules aré&jais diametrs

Izstradajumu varianti
EWORK leskrivéjams veidgabals, 90° lenkis, lemava ar uzmavuzgriezni un grieSanas gredzenu

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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