XVEWO VA

Veidgabals, 90° lenkis

HANSAVFLEX

Tpasibas - -
Savienojums 1 Metriska uzgriezna vitne - 2
Blivéjuma veids 1~ 24° aréjais konuss ar gredzenblivi sw , 1 T 1 o
Savienojums 2 metriska aréjas vitnes, cilindriskas i : e 1T E]
Blivéjuma veids 2  24° iek$€jais konuss L [
Modelis Veidgabals ar virziena reguléSanu 30 | f’- :
Konstrukcija 90° lenkis | e —"‘f :
Standarts ISO 8434-1 &1 — or
Piegades apjoms lemava (bez uzmavuzgriezna un grieSanas

gredzena) M
Materials Centréjosais gredzens no aluminija ar Viton

gredzenblivi
Norade

Norades par montazu, uzstadi§anu, spiediena noslodzi un pielaujamo ekspluatacijas temperatiru noraditas caurulu veidgabalu tehniskaja

informacija.

Pasitiljuma norades

NBR plombas

FPM (Viton) péc pieprasijuma

Izstradajums
Apziméjums

Ekspluatacijas spiediens bar

XVEWONWO4 HLVA L PN 315 6 M12x15 12,0 26,0 19 12 14 40x15
XVEWONWO6 HLVA L PN 315 8 M14x15 14,0 27,5 21 12 17 6,0x15
XVEWONWO8HLVA L PN 315 10 M16x15 15,0 29,0 22 14 19 7,5x15
XVEWONW 10 HLVA L PN 315 12 M18x15 17,0 29,5 24 17 22 9,0x15
XVEWONW13HLVA L PN 315 15 M22x15 21,0 32,5 28 19 27 12,0x2,0
XVEWONW 16 HLVA L PN 315 18 M26x15 235 35,5 31 24 32 150x2,0
XVEWONW20HLVA L PN 160 22 M30x2 27,5 38,5 35 27 36  20,0x20
XVEWONW25 HLVA L PN 160 28 M 36 x 2 30,5 41,5 38 36 41 26,0x2,0
XVEWONW32HLVA L PN 160 35 M45x 2 34,5 51,0 45 41 50 32,0x25
XVEWONWA40HLVA L PN 160 42 M52 x2 40,0 56,0 51 50 60 38,0x25
XVEWONWO3HSVA S PN 630 6 M14x15 16,0 27,0 23 12 17 4,0x15
XVEWONWO04HSVA S PN 630 8 M16x15 17,0 27,5 24 14 19 6,0x15
XVEWONWOBHSVA S PN 630 10 M18x15 17,5 30,0 25 17 22 75x15
XVEWONWO8BHSVA S PN 630 12 M20x15 215 31,0 29 17 24 90x15
XVEWONW10HSVA S PN 630 14 M22x15 22,0 35,0 30 19 27 10,0x2,0
XVEWONW13HSVA S PN 400 16 M24x15 245 36,5 33 24 30 12,0x2,0
XVEWONW 16 HSVA S PN 400 20 M30x2 26,5 44,5 37 27 36 16,3x24
XVEWONW20HSVA S PN 400 25 M 36 x 2 30,0 50,0 42 36 46 20,3x24
XVEWONW25HSVA S PN 400 30 M42x2 35,5 55,0 49 41 50 253x24
XVEWONW32HSVA S PN 315 38 M52 x 2 41,0 63,0 57 50 60 333x24

Sérija: LL = |oti viegla L =viegla S =smaga — PN = nominalais spiediens PB = maks. ekspluatacijas spiediens - @ d2 = caurules aréjais diametrs

Izstradajumu varianti
XVEWO Veidgabals, 90° lenkis, Térauds

VEWO VA  Veidgabals, 90° lenkis, Centréjo$ais gredzens no aluminija ar Viton gredzenblivi

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.

27.10.2025

HANSA-FLEX AG www.hansa-flex.com 1



