PSG
PVC Slutene ar appinuma ieliktni HANSA[/FLEX

Tpasibas
Izmanto$ana Visparéja izmantoSana gaisam, tdenim u.c. r
— - 2t NICA YR
Ipasas pazimes  Ciefiba: apm. 77° péc Sora A A e
dabai draudzigs un bez smagajiem metaliem s "“4.""?“ y
nodilumizturigs un noturigs pret novecosanos 4
iespéjams izmantot sterilas stacijas
noturigs caurspidigums
Tpasi lokans
lek3&ja karta Mikstais PVC
leliktnis viens appinuma ieliktnis no auduma
Arskats Mikstais PVC
Krasa caurspidigs

Temperatira min. -5°C

Temperatira max. 60 °C

Darba vides Udens

Gaiss
Izstradajums
Apzimé&jums leks€jais @ Aréjais @ Sieninu biezums BD* 20°C temperatura Min. liekuma radiuss Rulla garums

(mm) (mm) (mm) [(CED) (mm) (m)
PSG 04-3 4,0 10,0 3,0 20 15 50
PSG 05-3 5,0 11,0 3,0 20 20 50
PSG 06-3 6,0 12,0 3,0 20 25 50
PSG 08-3 8,0 14,0 3,0 20 30 50
PSG 09-3 9,0 15,0 3,0 15 35 50
PSG 10-3 10,0 16,0 3,0 15 40 50
PSG 12-3 12,0 18,0 3,0 15 50 50
PSG 12-4.5 12,0 21,0 4,5 15 50 50
PSG 12.5-3 12,5 18,5 3,0 15 50 50
PSG 13-3 13,0 19,0 3,0 15 60 50
PSG 13-3.5 13,0 20,0 3,5 15 60 50
PSG 15-3 15,0 21,0 3,0 10 75 50
PSG 16-3.5 16,0 23,0 3,5 10 80 50
PSG 16-4 16,0 24,0 4,0 10 80 50
PSG 19-3.5 19,0 26,0 3,5 10 80 50
PSG 19-4 19,0 27,0 4,0 10 100 25750
PSG 19-5 19,0 29,0 5,0 10 100 25/50
PSG 22-4 22,0 30,0 4,0 8 180 25/50
PSG 25-4 25,0 33,0 4,0 8 200 25/50
PSG 25-4.5 25,0 34,0 4,5 8 120 25/50
PSG 30-4 30,0 38,0 4,0 7 170 25/50
PSG 32-5 32,0 42,0 5,0 7 180 25/50
PSG 38-5 38,0 48,0 5,0 6 200 25/50
PSG 45-5 45,0 55,0 5,0 4 300 25
PSG 50-5 50,0 60,0 5,0 4 350 25

BD = darba spiediens

Izstradajumu varianti

PSG BLAU PVC Slatene ar appinuma ieliktni, zils
PSG GRUEN PVC $latene ar appinuma ieliktni, zal$
PSG ROT PVC §latene ar appinuma ieliktni, sarkans

PSG SCHWARZ PVC slitene ar appinuma ieliktni, Melns

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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