Sl 200
Degvielas Slutene ar appinumu HANSA[/FLEX

Tpasibas

Izmanto$ana Zema spiediena Slutene degvielas caurulvadiem
Standarts DIN 73379

lek$éja karta Pret ellu noturiga sintétiska gumija

leliktnis viens appinuma ieliktnis no auduma

Arskats nav

Krasa Melns

Temperatira min. -35 °C

Temperatlira max. 80 °C

Darba vides Benzini
Dizeldegviela
Jélnafta
Smeérella
Izstradajums
Apziméjums DN* Collas Izmérs lek3€jais @ Aréjais @ Ekspluatacijas Izméginajuma Spiediena Min. liekuma
spiediens spiediens izturiba radiuss
(mm) (mm) (bar) (CED) (CED) (mm)
S| 202 2 3/32" 1 3,2 7,0 20,0 30 60 20
SI 203 3 1/8" 2 4,5 9,5 20,0 30 60 25
S| 204 4 3/16" 3 55 10,5 20,0 30 60 25
S| 206 6 1/4" 4 7,5 12,5 15,0 25 50 30
S1 208 8 5/16" 5 9,5 15,0 15,0 25 50 40
Sl 210 10  3/8" 6 11,5 17,0 15,0 25 50 45
S| 213 12 12" 8 15,0 22,0 12,0 20 40 50
S| 216 16  5/8" 10 18,0 26,0 12,0 20 38 70

DN = nominalais diametrs, nominalais platums

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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