GKS

Gumijas aizsardziba pret lGzumiem

HANSAVFLEX

Tpadibas

Izmanto$ana

Augstspiediena firiSanas ierices

Temperatira min.

-50 °C

Temperatlra max. 135 °C

Materials Gumija

Apraksts

Nelauj salauzt §|ateni aiz aptveres.

Izstradajums

Apziméjums DN* Collas lekséjais @ Garums EEE]
(mm) (mm)

GKS 06 6 1/4" 14,3 120 melns

GKS 08 8 5/16" 17,0 148 melns

GKS 08 BLAU 8 5/16" 17,0 148 zils

GKS 08 GELB 8 5/16" 17,0 148 dzeltens

GKS 08 GRAU 8 5/16" 17,0 148 peléks

GKS 08 ORANGE 8 5/16" 17,0 148 oranzs

GKS 08 ROT 8 5/16" 17,0 148 sarkans

GKS 10 10 3/8" 19,5 148 melns

GKS 10 BLAU 10 3/8" 19,5 148 zils

GKS 10 GELB 10 3/8" 19,5 148 dzeltens

GKS 10 GRAU 10 3/8" 19,5 148 peléks

GKS 10 ORANGE 10 3/8" 19,5 148 oranzs

GKS 10 ROT 10 3/8" 19,5 148 sarkans

GKS 13 BLAU 12 1/2" 23,9 148 zils

GKS 13 GRAU 12 1/2" 23,9 148 peléks

DN = nominalais diametrs, nominalais platums

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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