ND AB
lesprauzamais nipelis, DKR HANSAVFLEX

Tpadibas 8t
Savienojums 1 BSP aré&ja vitne, cilindriska Py
Blivejuma veids 1 60° aréjais konuss i
Apziméjums DKR DN I G1
Standarts ISO 8434-6 ! |
BS 5200 ;
Materials Térauds
Virsmas aizsardziba  galvaniskais parklajums = L ]
Norade
Nebojati nipeli ir izmantojami atkartoti.
Izstradajums
Apziméjums DN Izmérs Collas G1 L1 S1
(mm)
ND 06 AB 6 4 1/4" G 1/4"-19 33,0 17
ND 10 AB 10 6 3/8" G 3/8"-19 37,0 19
ND 13 AB 12 8 1/2" G1/2"-14 42,0 27
ND 16 AB 16 10 5/8" G 5/8"-14 53,0 30
ND 20 AB 19 12 3/4" G 3/4" -14 58,0 32
ND 25 AB 25 16 1" G1"-11 57,0 41
Piederumi

ND ASR GE, RO, BL  Sprostgredzens iesprauzamajam nipelim

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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