PAY 300 AJ
Kompresijas armattra, DKJ HANSA[/FLEX

Tpadibas 81
Savienojums 1 UN/UNF uzgriezna vitne I_i_'-

- — .g : DN | L G1
Blivejuma veids 1 74° iek$éjais konuss i T
Apziméjums DKJ
Standarts 1ISO 8434-2 L. L1 o

Piegades apjoms  Kompresijas nipelis + saspiezama aptvere

Materials Térauds

Virsmas aizsardziba  galvaniskais parklajums

Izstradajums

Apziméjums Izmérs Collas

PAY 306 AJ 6 4 1/4" 7/16" -20 UNF - -
PAY 306 AJ 08 6 4 1/4" 1/2" -20 UNF 55,0 19
PAY 310 AJ 10 6 3/8" 9/16" -18 UNF 59,0 22
PAY 310 AJ 13 10 6 3/8" 3/4" -16 UNF 59,0 24
PAY 313 AJ 12 8 1/2" 3/4" -16 UNF 64,0 27
PAY 313 AJ 16 12 8 1/2" 7/8" -14 UNF 62,0 27
PAY 316 AJ 16 10 5/8" 7/8" -14 UNF 73,0 27
PAY 320 AJ 19 12 3/4" 1.1/16" -12 UN 79,0 36
PAY 325 AJ 25 16 1" 1.5/16" -12 UN 77,0 41
PAY 325 AJ 32 25 16 1" 1.5/8" -12 UN 75,0 50
PAY 332 AJ 31 20 1,1/4" 1.5/8" -12 UN - -

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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