UPG G
DzesésSanas sSkidruma Slutene HANSA[/FLEX

Tpasibas
IzmantoSana DzeséS$anas un smérvielu vadi metala grieSanas
apstradei.
Modelis Térauda nesosa vitne ar PVC iekséjo Sluteni
abpuséja ieskrivéjama tapa no térauda
ar nikeli parklata virsma .
Tpasibas Pilnigs hermétiskums o [T VRN
ar roku iespéjams salocit gandriz jebkada forma "
noturigs - . .

izturigs pret ellam, smérvielam utt.

Pasitiljuma norades
Citi izméri péc pieprasijuma

Izstradajums

Apziméjums Nominalais garums (+/-5 mm)
UPG G1/8-250 R 1/8" R 1/8" 8,0 15,0 250
UPG G1/8-320 R 1/8" R 1/8" 8,0 15,0 320
UPG G1/8-400 R 1/8" R 1/8" 8,0 15,0 400
UPG G1/8-500 R 1/8" R 1/8" 8,0 15,0 500
UPG G1/4-200 R 1/4" R 1/4" 10,0 19,0 200
UPG G1/4-250 R 1/4" R 1/4" 10,0 19,0 250
UPG G1/4-320 R 1/4" R 1/4" 10,0 19,0 320
UPG G1/4-400 R 1/4" R 1/4" 10,0 19,0 400
UPG G1/4-500 R 1/4" R 1/4" 10,0 19,0 500
UPG G1/4-630 R 1/4" R 1/4" 10,0 19,0 630
UPG G1/4-800 R 1/4" R 1/4" 10,0 19,0 800
UPG G3/8-200 R 3/8" R 3/8" 10,0 24,0 200
UPG G3/8-320 R 3/8" R 3/8" 10,0 24,0 320
UPG G3/8-400 R 3/8" R 3/8" 10,0 24,0 400
UPG G3/8-500 R 3/8" R 3/8" 10,0 24,0 500
UPG G3/8-630 R 3/8" R 3/8" 10,0 24,0 630
UPG G3/8-800 R 3/8" R 3/8" 10,0 24,0 800
UPG G1/2-500 R1/2" R1/2" 10,0 27,0 500
UPG G1/2-630 R1/2" R1/2" 10,0 27,0 630
UPG G1/2-800 R1/2" R1/2" 10,0 27,0 800

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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